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Innovative energy system

for marine applications

BATTERY PACK



* data are subject to alteration without notice

CERTIFICATE N°: TAE00003SJ

Transfluid’s battery is the next-generation 
accumulator for marine and industrial 
applications.
It is based on lithium iron phosphate cells 
(LiFePO4), a technology that is safe and 
has the best performance/cost ratio, with 
integrated BMS to maintain the cells always 
equalized and efficient.

Transfluid’s battery gives great usage 
flexibility and reduces the total ownership 
costs, thanks to its 4000 cycles lifespan, being 
maintenance-free and allowing opportunity 
fast charging to increase the daily available 
energy.
The absence of emissions and the extended 
operating temperature range make Transfluid’s 
battery perfectly suited for every workplace.

It is available in various sizes and capacities, 
and it has been equipped with special features 
for the best integration with Transfluid 
transmission system.

Our battery System successfully passed all the 
DNV-GL tests including the new 2018 forced 

thermal runaway and this makes it compliant with 
Norwegian Maritime Authority (NMA) Propagation 

Test 1

Transfluid’s battery Interfacing
Transfluid’s battery can work as a standalone accumulator, or 
it can interface through CAN-bus or Ethernet to other electronic 
devices such as MPCB, display, PLC, in order to show the data 
of the battery on a dashboard, or to implement an advanced 
management of the available energy.

Suited for every application
Having no gas emissions, these batteries are suited also for 
marine and many industrial applications.

Battery LiFePO4
It’s based on lithium iron phosphate cells (LiFePO4), a 
technology that is safe and has the best performance/cost ratio, 
with integrated BMS to maintain the cells always equilized and 
efficient. Box is stainless steel IP65.

Rapid charge, whenever you want
• +50% charge level in only 30 minutes

• Complete charge in 2 hours

• Accepts partial charge and discharge

• No memory effect

Charger and discharger
• Continuous charging (A)

• Pulse charging (A) SOC < 80%

• Continuous Discharging (A)

• Pulse Discharging (A)

0.8 C
1.2 C

1 C
2C

Maintenance-free/ Remote control system
Every Transfluid battery has an integrated remote monitor 
system that permits to download a daily log of all the internal 
parameters. This control reports precise health status of every 
battery pack of the fleet. Transfluid batteries are maintenance-
free allowing service on-site through the integrated diagnosis 
system.  

No emissions
No gas emissions during charge and discharge, so no special 
charging rooms are required. They may be charged at any place 
with maximum safety.

Wide Temperature Range
Transfluid battery are certified for working in an operating 
temperature range between -20°C to +60°C that means that the 
batteries can be installed in ambient temperature from -30°C to 
+45°C, for the most severe conditions automatic heater keeps 
the battery in max efficiency condition. 

Long lifespan
• More than 4000 cycles
The lifspan is 3 times longer than traditionalbatteries, making 
the cost per cycle lower than any other technology. Thanks 
to their high efficiency, up to +25% than lead batteries, energy 
costs and CO2 emissions are reduced.



Capacity

Ah

Contin.
discharge

A

Pulse
discharger

A

Continuous
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Operating
Temperature

°C

Box
Material

Protection
class

100 100 200 80 120

-20 / 60 SS316L
IP65

(No cooling 
required)

200 200 400 160 240

300 300 600 240 360

400 400 800 320 480

600 600 1200 480 720

800 800 1600 640 960

GENERAL SPECIFICATIONS

Energy
kWh Architecture Dimension

Single Box**
Number

Of Modules
Total

Weight

28.8 3S 506x876
h293 mm 3 390 kg

57.6 3S 619x955
h352 mm 3 690 kg

86.4 3S - 3P 506x876
h293 mm

9
+ MCR* 1170 kg

115.2 3S - 2P 619x955
h352 mm

6
+ MCR* 1380 kg

172.8 3S - 3P 619x955
h352 mm

9
+ MCR* 2070 kg

230.4 3S - 4P 619x955
h352 mm

12
+ MCR* 2760 kg

Energy
kWh Architecture Dimension

Single Box**
Number

Of Modules
Total

Weight

38.4 4S 506x876
h293 mm 4 520 kg

76.8 4S 619x955
h352 mm 4 920 kg

115.2 4S - 3P 506x876
h293 mm

12
+ MCR* 1560 kg

153.6 4S - 2P 619x955
h352 mm

8
+ MCR* 1840 kg

230.4 4S - 3P 619x955
h352 mm

12
+ MCR* 2760 kg

307.2 4S - 4P 619x955
h352 mm

16
+ MCR* 3680 kg

Energy
kWh Architecture Dimension

Single Box ** 
Number

Of Modules
Total

Weight

10.3 Single 
Module

620x677
h352 mm 1 130 kg

20.5 2P 620x677
h352 mm

2
+ MCR* 260 kg

30.8 3P 620x677
h352 mm

3
+ MCR* 390 kg

41.0 4P 620x677
h352 mm

4
+ MCR* 520 kg

Energy
kWh Architecture Dimension

Single Box **
Number

Of Modules
Total

Weight

9.6 Single 
Element

506x876
h293 mm 1 130 kg

19.2 Single 
Element

619x955
h352 mm 1 230 kg

28.8 3P 506x876
h293 mm

3
+ MCR* 390 kg

38.4 2P 619x955
h352 mm

2
+ MCR* 460 kg

57.6 3P 619x955
h352 mm

3
+ MCR* 690 kg

76.8 4P 619x955
h352 mm

4
+ MCR* 920 kg

Energy
kWh Architecture Dimension

Single Box **
Number

Of Modules
Total

Weight

30.8 3S 620x677
h352 mm 3 390 kg

61.4 3S - 2P 620x677
h352 mm

6
+ MCR* 780 kg

92,2 3S - 3P 620x677
h352 mm

9
+ MCR* 1170 kg

122.9 3S - 4P 620x677
h352 mm

12 
+ MCR* 1560 kg

* MCR dimensions: 300x350xh160 mm, weight: 10,7 kg

* Collectro box: 315x410xh155 mm, weight: 8 kg

48V 96V

144V

** Indicative dimensions. Ask for official drawing

288V 384V



Уважаемые партнёры!

Компания  КПД  готова  предложить  комплектующие  к 
оборудованию самого высокого качества.

Основные наши позиции это:
- Редукторы и мотор-редукторы David Brown / Benzlers Швеция – 

это  недоступный  ранее  на  украинском  рынке  уровень  качества, 
надёжности,  уровня  технических  инноваций  и  технического 
совершенства. Представлены редукторы всех компоновок.

- Электродвигатели асинхронные Brook Crompton, электромоторы 
с тормозом MGM, Италия.

- Цепи роликовые приводные и грузовые (конвейерные) 
производства Ketten Wulf, Германия, Sedis, Франция, вильчатые 
скребковые цепи Sircatene, Италия. 

 -   Звёздочки для цепей Sati, Италия
 -   Плоские транспортёрные цепи и модульные ленты Regina
- Ремни приводные клиновые, поликлиновые (ручейковые), 

вариаторные,  круглые,  зубчатые  специальные,  производства 
компаний Bando, Япония, Brecoflex, Германия.

-  Шкивы,  монтажные втулки  и муфты  со склада, производства 
компании Desch, Германия.

 -    Зубчатые цепи Ramsey, США
-    Гидромуфты и дисковые тормозаTransfluid, Италия.
-  Карданные  валы  Elso/Elbe,  Германия,  широкий  диапазон 

конструкций и размеров, крестовины карданных валов.
- CTS обгонные муфты из Италии. Высокое качество изготовления.

Наши специалисты всегда готовы помочь решить проблемы 
эксплуатации оборудования и предложить надёжные комплектующие.

С уважением,

Павинов Михаил
инженер
ООО «Компания промышленных деталей»
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua       

http://motor-reduktor.com.ua/benzlers_m
http://motor-reduktor.com.ua/flender_redurex
http://motor-reduktor.com.ua/david_brown_g
http://motor-reduktor.com.ua/benzlers_k
http://motor-reduktor.com.ua/sati-wormgear-nmrv
http://motor-reduktor.com.ua/asinhronyj_elektromotor
http://motor-reduktor.com.ua/vzryvobezopasnyj_elektromotor
http://motor-reduktor.com.ua/electromotor_s_tormozom
http://motor-reduktor.com.ua/electrodvigatel-mgm
http://motor-reduktor.com.ua/tsepi_gost
http://motor-reduktor.com.ua/privodnaya_tsep
http://motor-reduktor.com.ua/tsepi_gruzovye
http://motor-reduktor.com.ua/tsepi_gost_588-81
http://motor-reduktor.com.ua/tsepi_din_8165
http://motor-reduktor.com.ua/tsep-dvukhrjadnaja-privodnaya
http://motor-reduktor.com.ua/british-standart-conveyor-chain
http://motor-reduktor.com.ua/skrebkovye_tsepi
http://motor-reduktor.com.ua/vilchataya_tsep
http://motor-reduktor.com.ua/zvezdochka_tsepi
http://motor-reduktor.com.ua/shkivy_elektromotorov
http://motor-reduktor.com.ua/tsepi-nerzhavejuschie
http://motor-reduktor.com.ua/lbp-chain
http://motor-reduktor.com.ua/tsepi-regina
http://motor-reduktor.com.ua/remni
http://motor-reduktor.com.ua/klinovy_privodnoi_remen
http://motor-reduktor.com.ua/poliklinovoi_remen
http://motor-reduktor.com.ua/variatornye_remni
http://motor-reduktor.com.ua/kruglyj_remen_iz_poliuretana
http://motor-reduktor.com.ua/zubchatyj_remen_htd_8m_14m
http://motor-reduktor.com.ua/remni_brecoflex/atn_20
http://motor-reduktor.com.ua/zubchatye_remni_brecoflex_at5_at10_at20
http://motor-reduktor.com.ua/bando-sts-s14m-zubchatye-remni
http://motor-reduktor.com.ua/shkiv_klinovoi
http://motor-reduktor.com.ua/taper_bush
http://motor-reduktor.com.ua/mufta_hrc
http://motor-reduktor.com.ua/mufta_desch_flex
http://motor-reduktor.com.ua/bescshumnye_tsepi_ramsey
http://motor-reduktor.com.ua/tsep_zubchataya
http://motor-reduktor.com.ua/gidromufta_transfluid
http://motor-reduktor.com.ua/transfluid_tormoz_barabannyj
http://motor-reduktor.com.ua/transfluid-rbd
http://motor-reduktor.com.ua/kardannyj_val
http://motor-reduktor.com.ua/kardannyj_val_elso-elbe
http://motor-reduktor.com.ua/mufta_obgonnaya


(Examples of different applications of Transfluid’s batteries technology)

ITALY HEADQUARTERS
TRANSFLUID S.p.A.
Via Guido Rossa, 4

21013 Gallarate (VA)
Ph. +39.0331.28421

Fax +39.0331.2842911
info@transfluid.eu

CHINA
TRANSFLUID BEIJING TRADE CO.LTD

101300 Beijing
Ph. +86.1060442301-2
Fax +86.1060442305
tbtcinfo@transfluid.cn

FRANCE
TRANSFLUID FRANCE s.a.r.l.

38110 Rochetoirin
Ph. +33.9.75635310
Fax +33.4.26007959
tffrance@transfluid.eu

THE NETHERLANDS - GERMANY
TRANSFLUID NORTH EUROPE B.V.

Bellmarine
NL- 3992 AK,  Houten
Ph. +31 (0)85 4868530

info@bellmarine.nl
tfnortheurope@transfluid.eu

www.transfluid.eu
www.buy-transfluid.com

drive with us

LOCAL DISTRIBUTOR

RUSSIA
TRANSFLUID OOO

143100 Moscow
Ph. +7.495.7782042

Mob. +7.926.8167357
tfrussia@transfluid.eu

U.S.A.
TRANSFLUID LLC
Auburn, GA 30011

Ph. +1.770.822.1777
tfusa@transfluid.us
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