
Applications 
Megadyne’s MEGABLUE product line was conceived keeping 
in mind the specifi c requirements of the food processing industry 
in a wide variety of sectors such as but not limited to: 

• BAKERY
• MEAT, POULTRY AND SEAFOOD
• BEVERAGE
• FRUIT AND VEGETABLE
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EUROPE 
MIDDLE EAST
AFRICA

MATHI (Italy)*
VENICE (Italy)
MILAN (Italy)*
MINSK (Belarus)
PRAGUE (Czech Republic)
PARIS (France)
ST. JEANNE DE MAURIENNE (France)*
LYON (France)
BORCHEN (Germany)
ULM (Germany)*
BUDAPEST (Hungary)
BYDGOSZCZ (Poland)
BARCELONA (Spain)*
DUDLEY (U.K.)
STOCKHOLM (Sweden)

AMERICAS

FAIRFIELD, NJ (U.S.A.)
CAROL STREAM, IL (U.S.A.)
BELL, CA (U.S.A.)
TAMPA, FL (U.S.A.)
IRVING, TX (U.S.A.)
PORTLAND, OR (U.S.A.)
CHARLOTTE, NC (U.S.A.)*
GREENVILLE, SC (U.S.A.)*
DORVAL, Quebec (Canada)
MISSISSAUGA, Ontario (Canada)
EDMONTON, Alberta (Canada)
AZCAPOTZALCO, (Mexico)
SAO PAULO, (Brasil)
SOROCABA, (Brasil)
CARTAGENA, (Colombia)
CORDOBA, (Argentina)
LIMA, (Peru)

ASIA / PACIFIC

NINGBO (P.R.C.)*
QINGDAO (P.R.C.)*
SHANGHAI (P.R.C.)
FOSHAN (P.R.C.)

*MANUFACTURING FACILITIES

MEGADYNE HEADQUARTER
Via Trieste 16, 10075 
Mathi (TO) - ITALY
Ph.: +39 011-926-8052
mail@megadyne.it
www.megadyne.it

JASON HEADQUARTER
340 Kaplan Drive 
Fairfi eld, NJ 07004
Ph.: +1 973-277-4904 
Fax: +1 973-277-1651
webrequest@jasonindustrial.com
www.jasonindustrial.com



MB 20 KEVLAR - NOT JOINED (REFERENCE)

MB 20 KEVLAR - FACTORY HOT WELDING

MB 20 KEVLAR - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 KEVLAR - FLEXCO APF 150 PLASTIC RIVET JOINT

MB 20 - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 - NOT JOINED

MB 20 - FACTORY HOT WELDING

MEGABLUE
MEGABLUE is Megadyne’s product, specifi cally created to give a 
good alternative to the classical plastic modular belt for the food 
processing industry. 

This product, with its smooth surface, guarantees superior 
hygiene levels and, at the same time, works like a positive drive 
modular plastic belt. 

Thanks to the tooth shape and pitch, MEGABLUE works with the 
same sprockets of modular plastic belts and is a good alternative 
where an extreme cleanability is needed. This belt helps saving 
water and time usually dedicated to the cleansing of a classical 
modular plastic belt. 

All the MEGABLUE product line is FDA/USDA/USDA Dairy 
Approved. 

It’s the ideal combination of the benefi ts of a classical smooth 
conveyor with the mechanical and chemical advantages of a 
plastic modular belt. 

Main features:

• Suitable to replace most of the 1" and 2" plastic modular 
belts;

•  Available with Kevlar® tension member where the application 
requires high tensile strength and low elongation;

•  Blue FDA approved Polyurethane water and chemical 
resistant;

•  Perfectly sealed edges to avoid the contact of external agents 
with Kevlar® cords in case they are present (for MB 10 K);

•  Flat and smooth back surface to help the clean-in-place 
process and to avoid bacteria deposit;

•  FDA / USDA approved for wet food contact and transportation 
(meat and poultry).

Fastening options

Elongation Graphic

Finger joint
The “Finger Joint” factory weld assures high 
break resistance thanks to the improved length of 
the surface of contact and the overlap of tension 
members where they’re present.

Plastic Rivet joint
The Plastic rivet joint is ideal in those application 
where the belt needs to be constantly assembled 
and disassembled to be cleaned and rinsed. 
The rivet’s FDA-approved material guarantees 
maximum safety when in contact with the food.

Metal Staples joint
All the advantages of a system that can be 
assembled and disassembled, linked with the 
strength of metal staples. Stainless steel avoids 
any deposit of rust caused by the continuous 
contact of the belt with water.

MB 10, MB 10K
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*Custom construction and rework on request

MB 20, MB 20K

MB 10 MB 20
Normal 
version

Kevlar® 
version

Normal 
version

Kevlar® 
version

Nominal Pitch
mm 25,4 50

inches 1" 2"
Belt maximum 
allowable tension

N/25,4 mm of width
200 220 200 220

Belt max. allowable tension with fi nger joint
Belt max. allowable tension with Alligator® stainless 
rivets system
Belt max. allowable tension with Alligator® plastic 
rivets system

See the fastening options page

Belt weight
g/cm(W)/m(L) 30 60

lbs/inch(W)/ft(L) 0,048 0,099
Min. diameter 
of the pulley

mm 50,8 95
inches 2 3,74

Hardness Shore A 95°
Service 
Temperature Range

°C -25 °C +70 °C
°F -13 °F +158 °F

Standard color Blue

FDA APPROVED URETHANE FOR FOOD CONTACT

Min. lenght factory 
welded belt

mm 1200 for 530 mm wide belt
inches 47,25 for 530 mm wide belt

Standard roll lenght
meters 100 100

feet 328 328
Standard tension member 
pitch

mm - 17 - 17
inches - 0,67 - 0,67

Max. available width
mm 530 530

inches 21 21
Coeffi cient of friction 
on back side

PU vs. Stainless Steel 0,69-0,86
PU vs. UHMWPE 0,17-0,30

Coeffi cient of friction 
on teeth side

PU vs. Stainless Steel 0,58-0,69
PU vs. UHMWPE 0,22-0,31
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MB 20 KEVLAR - NOT JOINED (REFERENCE)

MB 20 KEVLAR - FACTORY HOT WELDING

MB 20 KEVLAR - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 KEVLAR - FLEXCO APF 150 PLASTIC RIVET JOINT

MB 20 - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 - NOT JOINED

MB 20 - FACTORY HOT WELDING

MEGABLUE
MEGABLUE is Megadyne’s product, specifi cally created to give a 
good alternative to the classical plastic modular belt for the food 
processing industry. 

This product, with its smooth surface, guarantees superior 
hygiene levels and, at the same time, works like a positive drive 
modular plastic belt. 

Thanks to the tooth shape and pitch, MEGABLUE works with the 
same sprockets of modular plastic belts and is a good alternative 
where an extreme cleanability is needed. This belt helps saving 
water and time usually dedicated to the cleansing of a classical 
modular plastic belt. 

All the MEGABLUE product line is FDA/USDA/USDA Dairy 
Approved. 

It’s the ideal combination of the benefi ts of a classical smooth 
conveyor with the mechanical and chemical advantages of a 
plastic modular belt. 

Main features:

• Suitable to replace most of the 1" and 2" plastic modular 
belts;

•  Available with Kevlar® tension member where the application 
requires high tensile strength and low elongation;

•  Blue FDA approved Polyurethane water and chemical 
resistant;

•  Perfectly sealed edges to avoid the contact of external agents 
with Kevlar® cords in case they are present (for MB 10 K);

•  Flat and smooth back surface to help the clean-in-place 
process and to avoid bacteria deposit;

•  FDA / USDA approved for wet food contact and transportation 
(meat and poultry).

Fastening options

Elongation Graphic

Finger joint
The “Finger Joint” factory weld assures high 
break resistance thanks to the improved length of 
the surface of contact and the overlap of tension 
members where they’re present.

Plastic Rivet joint
The Plastic rivet joint is ideal in those application 
where the belt needs to be constantly assembled 
and disassembled to be cleaned and rinsed. 
The rivet’s FDA-approved material guarantees 
maximum safety when in contact with the food.

Metal Staples joint
All the advantages of a system that can be 
assembled and disassembled, linked with the 
strength of metal staples. Stainless steel avoids 
any deposit of rust caused by the continuous 
contact of the belt with water.
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*Custom construction and rework on request

MB 20, MB 20K

MB 10 MB 20
Normal 
version

Kevlar® 
version

Normal 
version

Kevlar® 
version

Nominal Pitch
mm 25,4 50

inches 1" 2"
Belt maximum 
allowable tension

N/25,4 mm of width
200 220 200 220

Belt max. allowable tension with fi nger joint
Belt max. allowable tension with Alligator® stainless 
rivets system
Belt max. allowable tension with Alligator® plastic 
rivets system

See the fastening options page

Belt weight
g/cm(W)/m(L) 30 60

lbs/inch(W)/ft(L) 0,048 0,099
Min. diameter 
of the pulley

mm 50,8 95
inches 2 3,74

Hardness Shore A 95°
Service 
Temperature Range

°C -25 °C +70 °C
°F -13 °F +158 °F

Standard color Blue

FDA APPROVED URETHANE FOR FOOD CONTACT

Min. lenght factory 
welded belt

mm 1200 for 530 mm wide belt
inches 47,25 for 530 mm wide belt

Standard roll lenght
meters 100 100

feet 328 328
Standard tension member 
pitch

mm - 17 - 17
inches - 0,67 - 0,67

Max. available width
mm 530 530

inches 21 21
Coeffi cient of friction 
on back side

PU vs. Stainless Steel 0,69-0,86
PU vs. UHMWPE 0,17-0,30

Coeffi cient of friction 
on teeth side

PU vs. Stainless Steel 0,58-0,69
PU vs. UHMWPE 0,22-0,31



MB 20 KEVLAR - NOT JOINED (REFERENCE)

MB 20 KEVLAR - FACTORY HOT WELDING

MB 20 KEVLAR - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 KEVLAR - FLEXCO APF 150 PLASTIC RIVET JOINT

MB 20 - FLEXCO RS62 ALLIGATOR STAPLE JOINT

MB 20 - NOT JOINED

MB 20 - FACTORY HOT WELDING

MEGABLUE
MEGABLUE is Megadyne’s product, specifi cally created to give a 
good alternative to the classical plastic modular belt for the food 
processing industry. 

This product, with its smooth surface, guarantees superior 
hygiene levels and, at the same time, works like a positive drive 
modular plastic belt. 

Thanks to the tooth shape and pitch, MEGABLUE works with the 
same sprockets of modular plastic belts and is a good alternative 
where an extreme cleanability is needed. This belt helps saving 
water and time usually dedicated to the cleansing of a classical 
modular plastic belt. 

All the MEGABLUE product line is FDA/USDA/USDA Dairy 
Approved. 

It’s the ideal combination of the benefi ts of a classical smooth 
conveyor with the mechanical and chemical advantages of a 
plastic modular belt. 

Main features:

• Suitable to replace most of the 1" and 2" plastic modular 
belts;

•  Available with Kevlar® tension member where the application 
requires high tensile strength and low elongation;

•  Blue FDA approved Polyurethane water and chemical 
resistant;

•  Perfectly sealed edges to avoid the contact of external agents 
with Kevlar® cords in case they are present (for MB 10 K);

•  Flat and smooth back surface to help the clean-in-place 
process and to avoid bacteria deposit;

•  FDA / USDA approved for wet food contact and transportation 
(meat and poultry).

Fastening options

Elongation Graphic

Finger joint
The “Finger Joint” factory weld assures high 
break resistance thanks to the improved length of 
the surface of contact and the overlap of tension 
members where they’re present.

Plastic Rivet joint
The Plastic rivet joint is ideal in those application 
where the belt needs to be constantly assembled 
and disassembled to be cleaned and rinsed. 
The rivet’s FDA-approved material guarantees 
maximum safety when in contact with the food.

Metal Staples joint
All the advantages of a system that can be 
assembled and disassembled, linked with the 
strength of metal staples. Stainless steel avoids 
any deposit of rust caused by the continuous 
contact of the belt with water.
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MB 20, MB 20K

MB 10 MB 20
Normal 
version

Kevlar® 
version

Normal 
version

Kevlar® 
version

Nominal Pitch
mm 25,4 50

inches 1" 2"
Belt maximum 
allowable tension

N/25,4 mm of width
200 220 200 220

Belt max. allowable tension with fi nger joint
Belt max. allowable tension with Alligator® stainless 
rivets system
Belt max. allowable tension with Alligator® plastic 
rivets system

See the fastening options page

Belt weight
g/cm(W)/m(L) 30 60

lbs/inch(W)/ft(L) 0,048 0,099
Min. diameter 
of the pulley

mm 50,8 95
inches 2 3,74

Hardness Shore A 95°
Service 
Temperature Range

°C -25 °C +70 °C
°F -13 °F +158 °F

Standard color Blue

FDA APPROVED URETHANE FOR FOOD CONTACT

Min. lenght factory 
welded belt

mm 1200 for 530 mm wide belt
inches 47,25 for 530 mm wide belt

Standard roll lenght
meters 100 100

feet 328 328
Standard tension member 
pitch

mm - 17 - 17
inches - 0,67 - 0,67

Max. available width
mm 530 530

inches 21 21
Coeffi cient of friction 
on back side

PU vs. Stainless Steel 0,69-0,86
PU vs. UHMWPE 0,17-0,30

Coeffi cient of friction 
on teeth side

PU vs. Stainless Steel 0,58-0,69
PU vs. UHMWPE 0,22-0,31



Уважаемые партнёры!

Компания  КПД  готова  предложить  комплектующие  к 
оборудованию самого высокого качества.

Основные наши позиции это:
- Редукторы и мотор-редукторы David Brown / Benzlers Швеция – 

это  недоступный  ранее  на  украинском  рынке  уровень  качества, 
надёжности,  уровня  технических  инноваций  и  технического 
совершенства. Представлены редукторы всех компоновок.

- Электродвигатели асинхронные Brook Crompton, электромоторы 
с тормозом MGM, Италия.

- Цепи роликовые приводные и грузовые (конвейерные) 
производства Ketten Wulf, Германия, Sedis, Франция, вильчатые 
скребковые цепи Sircatene, Италия. 

 -   Звёздочки для цепей Sati, Италия
 -   Плоские транспортёрные цепи и модульные ленты Regina
- Ремни приводные клиновые, поликлиновые (ручейковые), 

вариаторные,  круглые,  зубчатые  специальные,  производства 
компаний Bando, Япония, Brecoflex, Германия.

-  Шкивы,  монтажные втулки  и муфты  со склада, производства 
компании Desch, Германия.

 -    Зубчатые цепи Ramsey, США
-    Гидромуфты и дисковые тормозаTransfluid, Италия.
-  Карданные  валы  Elso/Elbe,  Германия,  широкий  диапазон 

конструкций и размеров, крестовины карданных валов.
- CTS обгонные муфты из Италии. Высокое качество изготовления.

Наши специалисты всегда готовы помочь решить проблемы 
эксплуатации оборудования и предложить надёжные комплектующие.

С уважением,

Павинов Михаил
инженер
ООО «Компания промышленных деталей»
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua       

http://motor-reduktor.com.ua/benzlers_m
http://motor-reduktor.com.ua/flender_redurex
http://motor-reduktor.com.ua/david_brown_g
http://motor-reduktor.com.ua/benzlers_k
http://motor-reduktor.com.ua/sati-wormgear-nmrv
http://motor-reduktor.com.ua/asinhronyj_elektromotor
http://motor-reduktor.com.ua/vzryvobezopasnyj_elektromotor
http://motor-reduktor.com.ua/electromotor_s_tormozom
http://motor-reduktor.com.ua/electrodvigatel-mgm
http://motor-reduktor.com.ua/tsepi_gost
http://motor-reduktor.com.ua/privodnaya_tsep
http://motor-reduktor.com.ua/tsepi_gruzovye
http://motor-reduktor.com.ua/tsepi_gost_588-81
http://motor-reduktor.com.ua/tsepi_din_8165
http://motor-reduktor.com.ua/tsep-dvukhrjadnaja-privodnaya
http://motor-reduktor.com.ua/british-standart-conveyor-chain
http://motor-reduktor.com.ua/skrebkovye_tsepi
http://motor-reduktor.com.ua/vilchataya_tsep
http://motor-reduktor.com.ua/zvezdochka_tsepi
http://motor-reduktor.com.ua/shkivy_elektromotorov
http://motor-reduktor.com.ua/tsepi-nerzhavejuschie
http://motor-reduktor.com.ua/lbp-chain
http://motor-reduktor.com.ua/tsepi-regina
http://motor-reduktor.com.ua/remni
http://motor-reduktor.com.ua/klinovy_privodnoi_remen
http://motor-reduktor.com.ua/poliklinovoi_remen
http://motor-reduktor.com.ua/variatornye_remni
http://motor-reduktor.com.ua/kruglyj_remen_iz_poliuretana
http://motor-reduktor.com.ua/zubchatyj_remen_htd_8m_14m
http://motor-reduktor.com.ua/remni_brecoflex/atn_20
http://motor-reduktor.com.ua/zubchatye_remni_brecoflex_at5_at10_at20
http://motor-reduktor.com.ua/bando-sts-s14m-zubchatye-remni
http://motor-reduktor.com.ua/shkiv_klinovoi
http://motor-reduktor.com.ua/taper_bush
http://motor-reduktor.com.ua/mufta_hrc
http://motor-reduktor.com.ua/mufta_desch_flex
http://motor-reduktor.com.ua/bescshumnye_tsepi_ramsey
http://motor-reduktor.com.ua/tsep_zubchataya
http://motor-reduktor.com.ua/gidromufta_transfluid
http://motor-reduktor.com.ua/transfluid_tormoz_barabannyj
http://motor-reduktor.com.ua/transfluid-rbd
http://motor-reduktor.com.ua/kardannyj_val
http://motor-reduktor.com.ua/kardannyj_val_elso-elbe
http://motor-reduktor.com.ua/mufta_obgonnaya


Applications 
Megadyne’s MEGABLUE product line was conceived keeping 
in mind the specifi c requirements of the food processing industry 
in a wide variety of sectors such as but not limited to: 

• BAKERY
• MEAT, POULTRY AND SEAFOOD
• BEVERAGE
• FRUIT AND VEGETABLE
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PULLEYS

MB 20
Sprocket Idler pulley

Article Z
D

mm in

MB20-Z06 6 95 3,7

MB20-Z08 8 128 4,9

MB20-Z10 10 161 6,3

MB20-Z12 12 193 7,6

Article
D

mm in

MB20-06 83 3,3

MB20-08 116 4,6

MB20-10 149 5,9

MB20-12 181 7,1

MB 10
Sprocket Idler pulley

Article Z
D

mm in

MB10-Z06 6 48 1,9

MB10-Z08 8 65 2,6

MB10-Z10 10 81 3,2

MB10-Z12 12 97 3,8

Article Z
D

mm in

MB10-06 6 41 1,6

MB10-08 8 58 2,3

MB10-10 10 74 2,9

MB10-12 12 90 3,6

Cylindrical bore

Material: White HDPE

InStaLLatIon rULES

axial distance between sprockets 
on the drive shaft (S)

MB 10 MB 20

mm in mm in

FULL LOAD 50 2 75 3

LOW/MED LOAD 100 4 150 6

Pulleys can be secured on the drive shaft using a stop ring. For pulleys with a square bore use a cotter pin.

Cylindrical bore



Fastening options
Plastic rivets and metal staples
The belt will be supplied with FDA approved Blue plastic 
rivets or stainless steel staples already mounted on the 
edges. Once the belt has been placed on the machine, 
the customer will join the edges using the appropriate 
hinge that is provided with the belt.

Fastening elements characteristics

Splicing
method

Code
Suitable for belts with 

a tensile strength of up to:
Hinge

material

MB 10 Belt
Blue PU rivet

APF 100 Blue 75 N/mm* 400 lb/in* NK 2,50

MB 20 Belt APF 150 Blue 100 N/mm* 560 lb/in* NK 3,50

MB 10 Belt
MB 20 Belt

Stainless steel 
staples

RS 62 200 N/mm* 1110 lb/in* NCS 62

*NOTE: In any case, the belt reaches its maximum elongation value before the fastening element reaches its breaking limit.

Plastic rivets splicing procedure
1. Place the belt on the conveyor. 
2.  Match the edges unti l  the 

grooves are aligned.
3. Insert the hinge material.
4. Provide a 90° bend to the free 

edges of the hinge material 
while applying a little heat at the 
bend point with a lighter.

Finger joint factory welding
The belt will be supplied already spliced, this means the customer has to be able to dismantle the 
machinery to mount the belt.
Note: This is the safest method to supply the belt in terms of its cleanability, the homogeneity of the 
surface and resistance to aggressive bacteria. The finger spliced belt looks exactly like an endless belt.




