


BAH-BAHS series

Overwiew

~

MGM Electric Motors was established in 1950 as a brake motors manufacturer. MGM is today a world leading manufacturer of this
line of products. MGM brake motors are designed and assembled as an integral brake motor unit and not as a mere assembly of a
motor with a brake. The perfect engineering and assembling combined with a strong and safe brake, make these motors very reliable.

<

BAH series

BAH series motors are three phase, asynchronous brake motors totally enclosed fan cooled (TEFC). BAH series range starts from 180
and continues up to 315 IEC frame size. The brake engages stopping the motor when the brake and the motor are not powered (i.e.
power supply failure). BAH series brakes are suitably designed for dynamic braking even though they can be used as static brakes.
The braking action is always secured through a very quick and precise stop, assuring a safe and prompt stop every time the motor
and the brake are not powered. The brake provides equal brake torque in both directions of rotation, securing a stop without axial
shaft sliding. MGM provides AC 3-phase voltage brakes as standard. All the motors, brakes, heaters and monitor wirings are con-
nected into one oversized terminal box so that a separate terminal box is not required for the brake. BAH series brake motors are IP
55 enclosure rating as standard and IP 56 is provided as an option.

BAH series motors are designed to resist overheating and overloading situations in order to guarantee the best reliability under the
toughest operating conditions. BAH series standard insulation class is F while class H is available on request. The brake lining has a
large surface allowing high brake torque, low disc wear and, consequently, low maintenance cost. The brake torque is adjustable by
easily adjusting a few nuts. The MGM brake motor is specially designed to have a self-ventilated friction surface allowing high brake
workloads and to maintain a steady braking torque and time. The brake lining is asbestos free.

Frames, shields and flanges are cast iron made; The terminal box is positioned on the right hand side (Drive End view) as standard.
The brake fiction surfaces are made of cast iron. The hrake moving element are build with a laminated core to reduce the electrical
losses and securing a very quick brake action.

BAH series main features are: sturdy construction, quick braking action, steady braking times, high number of permissible start/stop
cycles also with severe application, adjustable brake torque, low maintenance costs. /

BAHS

The BAH series is also available in the BAHS, not self-ventilated version. BAHS series motors are three phase, asynchronous brake
motors totally enclosed not ventilated (TENV). BAHS series brake motors are IP 56 enclosure rating as standard. j

Power Range ()

TYPE 2 poles 4 poles 6 poles 8 poles 2/ 4 poles 4/8 poles 2/ 8 poles 4 /16 poles
180 LA 220 18.5 17.0/14.0 11.0/8.0 13.2/3.0
30.0 25.0 22.8/18.8 15.0/10.9 18.0/4.0
180 LB 220 15.0 1.0 205/17.0 14.0/9.0 16.0/4.0
30.0 20.0 15.0 27.5/22.8 18.8/12.0 21.7/5.5
200 LA 30.0 18.5 15.0 18.0/11.0
40.0 25.0 20.0 24.0/15.0
200 LB 37.0 30.0 220 24.0/20.0 21.0/13.0 18.5/4.5 16.0/4.0
50.0 40.0 30.0 32.2/26.8 28.2/17.4 25.0/6.1 21.4/5.5
295 S 37.0 37.0/30.0 30.0/18.0 24.0/6.0 19.0/4.8
50.0 50.0/40.0 40.0/24.0 32.2/8.0 25.3/6.6
295 M 45.0 30.0 220 45.0/35.0 35.0/25.0 30.0/7.5 24.0/6.0
60.0 40.0 30.0 60.0/47.0 47.0/33.3 40.0/10.0 32.2/8.0
225 MIX i
50.0
250 M 55.0 37.0 30.0 42.0/30.0 30.0/7.5
75.0 50.0 40.0 58.0/40.0 40.0/10.0
280 S 75.0 45.0 37.0 45.0/33.0 40.0/10.0
100.0 60.0 50.0 60.0/44.0 53.5/13.5
280 M 90.0 55.0 45.0 55.0/40.0 50.0/12.5
120.0 75.0 60.0 75.0/53.5 67.0/17.0
3158 110.0 75.0 55.0
150.0 100.0 75.0
315 M 1320 90.0 75.0 86.0/58.0

180.0 120.0 100.0 115.0/78.0


https://motor-reduktor.com.ua/dvigatel_s_tormozom
https://motor-reduktor.com.ua/electromotor_s_tormozom
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Technical specifications

Brake \

The brake engages stopping the motor when the brake and the motor are not powered (i.e. power supply failure). The brake is suit-
ably designed for dynamic braking even though they can be used as static brakes. The braking action is always secured through a
very quick and precise stop, assuring a safe and prompt stop every time the motor and the brake are not powered. The brake torque
remains the same in both directions of rotation and the motor brakes without axial shaft sliding. As standard the brake is AC 3-phase
voltage. The brake connections are taken from the motor terminal box. On request the brakes can be supplied with a manual release

(locking or not locking type). /

Brake torque

BAH/BAHS brake torque is factory set to 60-70% of the maximum brake torque indicated on the nameplate. On request the brake
torque can be factory set to client specification within the admissible range. The brake torque is proportional to the brake spring com-
pression. The brake torque can be easily adjusted by tightening or loosening the spring locknuts. Please refer to the MGM general
catalogue to adjust the brake torque to the desired value within the admissible range.

Frame size 180 200 225 250 280 315
Max AC brake torque (Nm) 300 300 400 700 1000 1400
Max AC brake torque (Lb-in.) 2657 2657 3542 6198 8857 13285

Enclosure Rating (IP protection degree) )

IP 55 enclosure rating is standard on BAH series. IP 56 enclosure rating is provided as an option on BAH series and it is standard on
BAHS series. Condensation Drain Holes can be provided on request. Drain holes are particularly recommended for motors installed
outdoor or used in high humidity environment with intermittent duty applications. Drain holes have to be opened at regular interval
times according as a part of the maintenance program for a proper drainage of the water collected inside the motor. Motor mounting
position has to be specified in the order to determine the best drain holes position. /

Painting and other treatments

External Parts:

- Motors are RAL 5010 (Blue) painted as standard. Other painting colours are available on request.

- Standard painting coat thickness is 40 um. Thicker coatings ensure higher withstanding capability in corrosive environments.
On request coating thickness of 180 um or 300 um (offshore paint) can be provided.

- Special painting cycles can be provided on request. Zinc plated brake parts can be requested as an option.

Internal Parts:

- Motor winding is tropicalized as standard.

- Internal surfaces of the shields and flanges are painted.

- Special painting (thickness, colour, cycle) can be applied as an option.
- Zinc plated brake parts can be requested as an option

9%
Materials \

Frames, fan cover, shields and flanges are made of cast iron.

The terminal box is made of aluminium for frame sizes 180 and 200 and it is made of cast iron for frame size from 225 to 315.
Brake friction surfaces are made of cast iron.

The brake moving element and brake coil cores are laminated to reduce electrical losses and secure a quick brake action. All the
brake external component are made of cast iron (not including nuts, screw, studs etc.).
Fan is made of non sparking polyimide and it can be requested in Aluminium.

AN

Bearings

Motors are equipped with double seal ball bearings. The bearings are lubricated for life, washers are made of synthetic rubber very
resistant to oil and wear. Special grease for bearings or re-lubrication nipples or different bearings are available on request. /

Types of construction (Mounting Type)

The motors are available in types of construction IM B3, IM B35, IM V5, IM B5 and IM V1 (according to IEC 34-7 standard). Other types
of construction are available on request. The drain hole positions are determined as a consequence of the construction type. For infor-
mation about the classifications of other types of construction and mounting, please contact MGM. /




Technical specifications

Anticondensation heaters

~

The application of Anti-condensation heaters helps in preventing water from building up inside the motor, as a consequence of the
condensation effect due to the motor temperature fluctuations. Anti-condensation heaters application is particularly recommended
for those applications with long intervals between two consecutive work cycles. The condensation could permeate the winding caus-
ing a short circuit. This instance occurs mostly on larger motors, which contain more air volume inside the frame, allowing more
humidity to condensate. Two anti-condensations heaters are applied on the heads of the motor winding. Anti-Condensation heaters
must be used to keep the motor temperature as steady as possible and they must be switched off when the motor is powered to pre-
vent the motor from overheating. MGM applies three types of heaters according to the motor size. The anti-condensation heater wires
are connected in the terminal box. The writing “SCALD” on the nameplate shows that a motor is equipped with space heaters. Space
heaters standard voltage supply is 220/240V. Any other voltage must be specifically requested and has to be agreed on by MGM.

AN

Protection devices

The use of protection devices is advisable for motors used in special working conditions.
Use of multiple protection device is recommended for BAH and BAH series.
The chart below reports the most effective protection devices for the most frequent occurring problems.

PROTECTION TYPE
OPERATION CONDITIONS
FUSES PROTECTIVE CIRCUIT BREAKERS | THERMAL PROTECTIVE DEVICE ON THE WINDINGS

Excess currents 200% In no protection excellent protection excellent protection

Heavy starts, reversing operation no protection partial protection excellent protection

Stalling partial protection partial protection partial protection

Starting on two phases no protection partial protection excellent protection

Voltage deviations no protection excellent protection excellent protection
Frequency deviations no protection excellent protection excellent protection
Insufficient motor cooling no protection no protection excellent protection

On request MGM is able to supply motors equipped with thermistors (PTC) or bimetallic (PTO) thermal protectors.

Bimetallic Thermal Protectors (PTO): three bimetallic sensors in series with normally closed contacts, fitted on the winding heads.
PTO controls a switch (not provided with the motor) that cuts off the power supply when getting close to the dangerous motor tem-
perature. The nominal voltage and current are respectively 250 V and 2,5 A A.C. while the intervention temperature is 140°C.

The contacts reset to close position once the temperature goes below 35°C. The PTO wiring connections are located on a terminal
board inside the main terminal box. The writing “TP” on the nameplate shows that the motor is equipped with PTO.

Thermistors (PTC): three thermistors in series (according to DIN standards 44081 and 44802), fitted on the winding heads. The ther-
mistors resistance changes with the temperature and when getting close to the nominal intervention temperature a sharp increase
of resistance guarantees a precise intervention of the safety devices. Thermistors only sense temperature so a cut-off device (not
provided with the motor) must be used to cut off the motor power supply. The maximum PTC operating voltage is 30 V DC while the
intervention temperature is 130°C on class F motors and 140°C on class H motors. The PTC wiring connections are located on a ter-
minal board inside the main terminal box. The writing “TM” on the nameplate shows that the motor is equipped with PTC.

AN

Special feature and options

MGM manufacturing line includes built-in encoder brake motors. The encoder is located at the Non-Drive end of the motor shaft well
protected underneath a cover. Other available common options are open/close brake monitor micro-switches, brake air gap monitor
micro-switches, special flanges or shaft dimension.

AN

C€ mark

BAH-BAHS series motors have the C€ mark on the nameplate to indicate the conformity to the requirements of 2006/95/CE “Low
Voltage Directive” and 2004/108/CE “Electromagnetic Compatibility Directive”.

AN

CSA approval and UL standards

On request BAH-BAHS series motors can be provided with cCSAus approval in conformity with the requirements of UL 1004 “Electric motors”
and CSA C 22.2 No. 100 “Motors and generators” for the North American market. The approved motors show the mark @: on the nameplate.

o

GOST-R approval

On request BAH-BAHS series motors can be provided with GOST-R approval for the russian market.

N




Technical specifications

Service duty

~

The most common duty types are described in this paragraph and a method to calculate the permissible power rise-up is given (only
for BAH series). Please contact MGM for different types of duty.

S1 s
The motor operates with constant load for a period
of time sufficient to achieve the thermal equilibrium.

load

temperature

S2
The motor operates with constant load for a limit- s I
ed period of time not sufficient to achieve a ther- | 3
mal equilibrium. The remaining period of the cycle
is a rest period, during which the motor cools
down to the ambient temperature again.

load
temperature

S3
The motors follows a cycle including an opera- tc

tion period with constant load (ts) and a rest peri- s v
od (tr). The synthetic indication of the duty is i
given by the intermittent percentage ratio related
to a period of time.

Example: S3 25%

load
temperature

Intermittence ratio = ts / (ts + tr) « 100%

S4
The motor operates with a sequence of identical tc
duty cycles, each cycle including a significant e 1

starting time (ta) and a time of operation at con-
stant load (ts). The remaining period of the cycle is
a rest period (tr). Periodic duty implies that thermal
equilibrium is not reached during the time on load.
The synthetic abbreviation is S4, followed by the
cyclic duration factor, the moment of inertia of the
motor (Ju) and the moment of inertia of the load
(Jex), both referred to the motor shaft.

Example: S4 25% Ju = 0,15 kgm? Jex = 0,7 kgm?

load
temperature

Cyclic duration factor = (ta + ts ) / tc

A motor designed for S1 duty but running on S2 or S3 duty can provide a power output higher than the rated one on S1 duty.\
However, the starting torque remains the same on all duties. The permissible approximate output power for single speed motors
can be calculated as follows:

Power (S3 duty cycle) = K e Nominal power where K is a coefficient given by the diagrams (S3) here below.

Power (S2 duty cycle) = K « Nominal power where K is a coefficient given by the diagrams (S2) here below.
Power (S4 duty cycle) please contact MGM specifying moment of inertia of the load, starting time and a time of operation at constant load.
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Dimensions (&
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YBaxaeMble napTHEpPHLI!

Komnanua KIMLO rotoBa npeasiokuTb  KOMMSEKTyOWME K
obopyaoBaHMO caMOro BbICOKOro Ka4yecTBa.
OCHOBHble HallX NO3ULNKN 3TO:

- PeaykTopbl n moTop-peayktopbl David Brown / Benzlers Llseuus —
3TO HeOOCTYMNHbIN paHee Ha YKPaWHCKOM pPblHKE YpPOBEHb KadecTsa,
HaQEXHOCTW, YPOBHA  TEXHMYECKMX MHHOBAUMA U TEXHUYECKOro
coBepLueHcTBa. [peacraBneHsl peaykTopbl BCeX KOMMOHOBOK.

- AneKkTpoaBuraTenn acMHxpoHHole Brook Crompton, anekTpomMmoTopbl
¢ Topmo3zom MGM, Utanus.

- LUenn ponukoBble nMpuvBOAHbLIE W Trpy30Bble (KOHBEWEPHbIE)
npounssoactea Ketten Wulf, epmaHusa, Sedis, ®paHums, sunbyaTtble
ckpebkoBble uenu Sircatene, Utanus.

- 3BEé3O04YKUu Ang uenewn Sati, Utanuna
- [nockue TpaHcnopTépHbIe Lenu n MmoayrbHble NeHTbl Regina
- PeMHu npuBoAgHble KNMHOBbLIE, NOSIMKINHOBLIE (PYyYEnKoBbIE),

BapuaTopHble, Kpyrnble, 3ybyaTble creumanbHble, NPOM3BOACTBA
komnaHun Bando, AinoHus, Brecoflex, FepmaHus.

- LLKnBbI, MOHTaXHbIe BTYNKU U MydTbl CO cKraga, nNpou3BoaCcTBa
komnaHun Desch, NepmaHus.

- 3yb6uyatbie uenun Ramsey, CLLUA

- ImapomydTbl 1 guckosble Topmo3saTransfluid, UTanna.

- KappaHHble Banbl Elso/Elbe, ['epmaHus, wwupokun puanasoH
KOHCTPYKLUUI U pa3MepoB, KPECTOBUHbI KapAaHHbIX Baros.

- CTS ob6roHHble My Tbl 13 MTanmm. Beicokoe kKa4yeCTBO U3rOTOBIIEHUS.

Hawwn cneunanncTbl BCerga rotoBbl MOMOYbL peLunTb Npobremol

aKkcnnyaTtauum obopynoBaHUSA 1 NPeanoXUTb HaLEXHbIE KOMMNMEKTYOLNE.

C yBaxeHuewm,

NaBnHoB Muxaun

NHXEeHep

00O «KomnaHust NpoMbILNEHHbIX AeTanemny
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua



http://motor-reduktor.com.ua/benzlers_m
http://motor-reduktor.com.ua/flender_redurex
http://motor-reduktor.com.ua/david_brown_g
http://motor-reduktor.com.ua/benzlers_k
http://motor-reduktor.com.ua/sati-wormgear-nmrv
http://motor-reduktor.com.ua/asinhronyj_elektromotor
http://motor-reduktor.com.ua/vzryvobezopasnyj_elektromotor
http://motor-reduktor.com.ua/electromotor_s_tormozom
http://motor-reduktor.com.ua/electrodvigatel-mgm
http://motor-reduktor.com.ua/tsepi_gost
http://motor-reduktor.com.ua/privodnaya_tsep
http://motor-reduktor.com.ua/tsepi_gruzovye
http://motor-reduktor.com.ua/tsepi_gost_588-81
http://motor-reduktor.com.ua/tsepi_din_8165
http://motor-reduktor.com.ua/tsep-dvukhrjadnaja-privodnaya
http://motor-reduktor.com.ua/british-standart-conveyor-chain
http://motor-reduktor.com.ua/skrebkovye_tsepi
http://motor-reduktor.com.ua/vilchataya_tsep
http://motor-reduktor.com.ua/zvezdochka_tsepi
http://motor-reduktor.com.ua/shkivy_elektromotorov
http://motor-reduktor.com.ua/tsepi-nerzhavejuschie
http://motor-reduktor.com.ua/lbp-chain
http://motor-reduktor.com.ua/tsepi-regina
http://motor-reduktor.com.ua/remni
http://motor-reduktor.com.ua/klinovy_privodnoi_remen
http://motor-reduktor.com.ua/poliklinovoi_remen
http://motor-reduktor.com.ua/variatornye_remni
http://motor-reduktor.com.ua/kruglyj_remen_iz_poliuretana
http://motor-reduktor.com.ua/zubchatyj_remen_htd_8m_14m
http://motor-reduktor.com.ua/remni_brecoflex/atn_20
http://motor-reduktor.com.ua/zubchatye_remni_brecoflex_at5_at10_at20
http://motor-reduktor.com.ua/bando-sts-s14m-zubchatye-remni
http://motor-reduktor.com.ua/shkiv_klinovoi
http://motor-reduktor.com.ua/taper_bush
http://motor-reduktor.com.ua/mufta_hrc
http://motor-reduktor.com.ua/mufta_desch_flex
http://motor-reduktor.com.ua/bescshumnye_tsepi_ramsey
http://motor-reduktor.com.ua/tsep_zubchataya
http://motor-reduktor.com.ua/gidromufta_transfluid
http://motor-reduktor.com.ua/transfluid_tormoz_barabannyj
http://motor-reduktor.com.ua/transfluid-rbd
http://motor-reduktor.com.ua/kardannyj_val
http://motor-reduktor.com.ua/kardannyj_val_elso-elbe
http://motor-reduktor.com.ua/mufta_obgonnaya
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