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ENDURO maintenance free chains

Benefits:

e Dramatic wear life increase
compared to standard chains in
unlubricated application

e Eliminate need for periodical lubrication,
no product contamination from
chain lubricant

e Fasy and clean handling of the chain
e Clean equipment, environmentally friendly

@ Resistance to corrosion in mildly \
aggressive environment

@ Savings in maintenance costs

e

1" pitch chains, European series

Test condition

No lubrication

Chain pull =3432 N
Chain speed = 1.5 m/s
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Enduro chains
. Standard Loose
Plate Pin Parts
1SO ref. Regina Pitch Max Min. Max Thickness Max Max Max Working  Average Approx. Conn. Offset
N° Roller Inside Height Diameter  Riveted Overall Surface  Ultimate Weight  Link link
Diameter  Width Width Width Strength
P Dr w Hi S Dp A B
mm inches mm mm mm mm mm mm mm mm? kN Kg/m
European series, single strand
08B-1 126BS 1270 1/2 8.51 7.75 11.85 1,63/1,53 3.98 16.50 24.00 42 17.80 0.70 26 30
10B-1 136BS 15.875 5/8 10.16 9.65 1515 2,00/1,53 5.09 19.60 27.00 67 22.20 0.90 26 30
12B-1 140BS 19.05 3/4 12.07 11.68 18.08 1,85/1,70 5.72 22.50 30.00 84 28.90 1.20 26 30
16B-1 147BS  25.40 1 15.88 17.02 21.08 3,80/3,00 8.28 35.90 46.00 203 60.00 2.60 26 30
American series, single strand
08 A-1 A40BS 12.70 1/2 7.92 7.85 11.85 1,63/1,53 3.98 16.50 23.00 42 13.80 0.60 26 30
10 A1 A50BS 15.875 5/8 10.16 9.40 1515 2,00/2,00 5.09 20.50 28.00 67 21.80 1.10 26 30
12 A1 A6OBS 19.05 3/4 1.9 12.57 18.08 2,30/2,30 5.72 25,80 33.00 96 31.10 1.50 26 30
16 A-1 A80BS 25.40 1 15.88 15.75 2413 3,15/315 7.94 33.50 40.00 172 55.60 2.60 25 30

Available in multiple strands



ENDURO maintenance free chains

Pin
® Case hardened

@ Hard plating,
anti-corrosion

Roller
@ solid

@ Anti-corrosion coating

1

o) ~ | Bushing
7 P @ Sintered
& \\ @ Oil impregnated

Plates

® Anti-corrosion coating

e Sintered bushing, impregnated with high
performance lubricant

® Optimized bushing wall thickness for
increased wear performance

All components have good corrosion resistance
High mechanical strength for heavy duty application
Temperature range: - 30°C + 150°C (-22°F + 302°F)
Wide range of attachments available



Applications:

e Packaging machines
e Food

e Pharmaceutical

e Textile

e Paper / Cardboard
e Electronics

<l

Regina Enduro chains have been designed to
work with no periodical lubrication. The
Enduro chains are ideal for applications where
product contamination is to be avoided and a
clean and safe environment is required.



Some
application
experiences:

Customer’s goal:

to eliminate risk of product
contamination from chain
lubricant.

Application Problem:

to eliminate periodical
lubrication while getting the
same chain wear rate.

Result:

using Regina Enduro chains
the customer has reached
the objective, getting some
savings in maintenance
costs as well.

By courtesy of: Pavan S.p.A.




Italy

REGINA INDUSTRIA S.p.A.

Sales office

Via Monza, 90

23870 Cernusco Lombardone (LC)
ITALY

TEL. +39-039-99801

FAX +39-039-9905229
sales@regina.it

United Kingdom
REGINA INTERNATIONAL U.K.
Unit 1, Dyneley Road,
Greenbank Business Park
Whitebirk, Blackburn,
Lancs BB1 3AB - UK.

TEL. +44-1254-661116

FAX +44-1254-59456
user@regina-int.fsnet.co.uk

France

REGINA INDUSTRIE S.a.r.l.

20 Rue Andre Dessaux

45402 Fleury Les Aubrais (Cedex)
France

TEL. +33-238-836363

FAX +33-238-836413
reginaindustrie@aol.com

United States

REGINA USA, INC.

824 Chesapeake Drive
Cambridge, MD 21613 - US.A.
TEL. +1-410-221-2800

FAX +1-410-221-2802
regusa@reginausa.com

South America

REGINA INTERNATIONAL S.A.
Diagonal 190, 1788

1655 José Leon Suarez - B.A.
Argentina

TEL. +54-11-4720-6150

FAX +54-11-4729-5479
regina_ventaseelsitio.net

Mexico

REGINA USA de MEXICO, S.A. DE C.V.
Av. Mariano Otero 1280

Jardines del Bosque

44520 Guadalajara, Jalisco - Mexico
TEL. +52-3-1226617

FAX +52-3-1226618
reginamx@megared.net.mx

China

REGINA INDUSTRIA S.p.A.
Shanghai Rep. Office

Room 23, Lombardy Palace
No. 999 Ninggiao Rd,
Shanghai 201206, P.R. China
TEL. +86-21-50312408

FAX +86-21-58345938
regping@public1.sta.net.cn
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Ital

REGINA SUD S.p.A.

Sales office

Via Monza, 90

23870 Cernusco Lombardone (LC)
ITALY

TEL. +39-039-9980370

FAX +39-039-9901119
reginasuderegina.it
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