1/2" PITCH, RUBBER SURFACE, FULL COVER

DEDICATED WIDTHS AND MODULAR BELTS

This belt is specifically designed for packaging lines: stop belts, metering belts...

The special patented rubber retention system guarantees reliable and durable operations.

The rubberized area is maximized, both in the transversal and longitudinal directions

(reduced gaps between the rubber pads).

The 1/2" pitch is the best solution for head transfer of products over a nose bar.

HF 500 belts use the same sprockets as the Matveyor® 600 series.

Products Ref. Standard material
On request

Belt widths: 85 mm (3.346") or wider in 85 mm (3.35") increments

- Pin material: high wear resistance PBT white (Polypropylene PP on request)
- Rubber material: Thermoplastic

- Working Load (at 25°C/77°F): 11000 N/m (754 Ib/ft)
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"HF 500 (Full cover - 1/2” Pitch)

POLYPROPILENE BELT NOMINAL WIDTH
REGINA Ref. i

mm inches
HF 500A PP 0051 51 2
HF 500A PP 0085 85 3,35
HF 500A PP 0170 170 6,69
HF 500A PP 0255 255 10,04
HF 500A PP 0340 340 13,39
HF 500A PP 0425 425 16,73
HF 500A PP 0510 510 20,08
HF 500A PP 0595 595 23,43
HF 500A PP 0680 680 26,77
HF 500A PP 0765 765 30,12
HF 500A PP 0850 850 33,46

Belts wider than 850 mm available (increments of 85 mm).
Example: 850 + 85 = 935 mm width, Ref. (in PP material) HF 500A PP 0935

Matveyor

Dimension mm

E 4,6

L 4,35

P 12,7

RD 20

N 2

T 8,7
BELTWEIGTH

Kg/m Ibs/ft

0,37 0,25
0,93 0,62
1,87 1,25
2,79 1,87
3,72 2,49
4,65 3,11
5,59 3,74
6,52 4,36
7,45 4,98
8,38 5,61
9,31 6,23

Standard length for belts up to a width of 425 mm: 1,524 m (120 pitches).
Wider belts available in any requested length.
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ITALY
REGINA CATENE CALIBRATE S.p.A.

HEAD OFFICE:
Via Monza, 90
23870 Cernusco Lembardone (LC)- Italy.
Tel. +39 039 99801
Fax4+39039 9905229
sales@regina.it

MEXICO

REGINA de MEXICO S.A. de C.V.
Av. Aviacién 5051-28
Col. San Juan de Ocotan
45019 Zapopan, Jalisco - Mexico
Tel. +52 333627 4043
Fax +52 33 3627 3930
servicioaclientes@reginamexico.com

ARGENTINA

REGINA INTERNATIONAL S.A.
Diagonal 190,
1788-1655 Jose Leon Suarez
Prov. Buenos Aires — Argentina
Tel. +54 11 47296667
Fax+54 1147203210
regina@reginaargentina.com.ar

USA FRANCE

REGINA USA, INC.

824 Chesapeake Drive
Cambridge, MD 21613 - USA
Tel. +1 410 221 2800
Fax +1410 221 2801
regusa@reginausa.com

REGINA INDUSTRIE S.a.r.l.
Z.A.C. des Chatelliers'
34 Rue des Freres Lumier
45800 Saint Jean De Braye - F
Tel. +33 238836363
Fax +33 238 83641
reginaindustrie@reginafi
=Y
CHINA UNITED.KINGDO
REGINA TIANJIN CHAIN & BELT CO., LTD.
11B, Saida Jimei Industrial Zone,
Saida the 2nd Road,
XEDA 300385 Tianjin — China
Tel. +86 22 83961223
Fax +86 22 83961202
regina@reginachina.cn

REGINA INTERNAﬂ \"‘
Unit 1, Dyneley Ro
Greenbank Bus
Whitebirk;.Bla
Lancs BB1 3AB - Un
Tel. +44 1,

GERMANY

REGINA

Tel. +49 2662939196
Fax +49 2662939198
Juergen-Fett@t-online.de

SPAIN

&

CADENAS REGINA ESPANA, S.L.
Calle Industria, 37 5 Y
08120 La Llagosta - Barcelona - Espa
Tel. +3493 5742838 '
Fax +34 93 5740735
regina@reginapit_kql."

A REGISTERED TRADEMARK OF: -

PERFORMANCE IN MOTION

www.regina.it



