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PRODUCTION RANGE

MATERIALS

APPLICATIONS

FEATURES AND BENEFITS
- Regina sideflexing belts range offers the best versatility for all types of applications. 
  Modular and dedicated width belts can be used for “U” or “S” turn conveyors, achieving reduced turning radiuses.
	 							     
- Good PV limits, achieved by an optimized combination of modules’ geometry and material (Delrin® acetal resin).

- Innovative guide system										        
   The design of the bottom guides provides the two main features needed in the corner: maximum resistance to overturning, achieved with an optimized     
   TAB design, and resistance to radial force, thanks to an additional bottom guide, designed for maximum contact area with the curve and maximum 
   resistance to bending.

- Wearstrips standardization
   Regina sideflexing belts are designed for use on standard conveyor frames, with 44 mm guide clearance (see wearstrip positioning section).

- 2555HTB version with bearings available
  In addition to the benefits of the TAB version, the HTB series is equipped with radial bearings, which guarantee a smooth run at high/low speed 
  and reduced friction in the corner, reducing the risk of local overheating, which is the main cause of wear for the guides.

- Optimized distribution of load
   HT/HTB versions allow belt/sprocket engagement also in the inner side of the belt in the corner, thanks to the special design of the inner modules
   (see sprockets/pockets positioning section).

- Special module design, with high open area (about 30 %). The design of Regina sideflexing belts guarantees an optimum mechanical resistance/open 
   area ratio.

All Regina Matveyor® sideflexing belts are suitable for packaging 

applications requiring speed and heavy packs carriage around curves, 

in particular:

- Multi packs of plastic bottles				  

- Cartons				  

- Shrink wrapped cans				  

- Bakery Industry				  

- General Products Handling in sideflexing conveyors

SERIES MIN. RADIUS/WIDTH
AVARAGE RATIO PATHS GUIDE SYSTEM APPLICATIONS

1,8

1,2

1,8

1,2

Bidirectional “ S “

Bidirectional “ S “

Bidirectional “ L “ and “ U “

Bidirectional “ L “ and “ U “

Heavy Duty - High Speed
For applications where 

reduced sideflexing radius 
is required

	

Heavy Duty
-

TAB

TAB

TAB+BEARING

Grey

Ultra Performance 
Acetal Resin

All Regina sideflexing belts are equipped with PBT material pins with high wear resistance.	
All sprockets for Regina sideflexing belts are available in polyamide material with stainless steel screws (split sprockets).					   

2555

2555T

2555HT

2555HTB

 SIDEFLEXING BELTS

DuPont™ Delrin® Ultra Performance special homopolymer acetal resin. Particularly suitable for 
applications where low coefficient of friction and contained dusting are needed.  

DuPont™ Delrin® and DuPont™ Kevlar® are registered trade marks of E.I. DuPont De Nemours and Associates.

NEW

UP

BELT 
MATERIAL

UP

UP

UP

UP
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- For traditional left, right or “S” turn conveying				  
- Average ratio between minimum sideflexing radius and width = 1,8	
- For heavy duty applications					   
					   

2555T-UP0170

2555T-UP0255

2555T-UP0340

2555T-UP0425

2555T-UP0510

2555T-UP0595

2555T-UP0680

2555T-UP0765

2555T-UP0850

170 6.693

255 10.039

340 13.386

425 16.732

510 20.079

595 23.425

680 26.772

765 30.118

mm inches

REGINA REF.
SIDEFLEXING RADIUS R WORKING LOAD (25°C/77°F)* BELT WEIGHT

1,75 400 15.748

Ratio mm inches

Ri/W Medium Rm

1,72 600 23.622

1,75 800 31.496

1,78 1000 39.370

1,79 1200 47.244

1,81 1400 55.118

1,82 1600 62.992

1,85 1800 70.866

25000 1712.5

STRAIGHT CURVE

N/m lbs/ft N lbs kg/m lbs/ft

25000  1712.5

25000  1712.5

25000  1712.5

25000  1712.5

25000  1712.5

25000  1712.5

25000  1712.5

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

1,7 1.14

2,3 1.55

3,1 2.08

3,8 2.55

4,5 3.02

5,3 3.56

6,0 4.03

6,7 4.50

- For traditional left, right or “S” turn conveying		
- Average ratio between minimum sideflexing radius and width = 1,8
- For heavy duty applications					   
- Guide system with two sides TAB
- PATENT PENDING					   
					   

2555 SERIES    

Special Feature: DEDICATED WIDTHS of 85 and 170 mm	

Standard length: 1,524 m (5 feet)

Standard length: 1,524 m (5 feet)

2555-UP0085

2555-UP0170

2555-UP0255

2555-UP0340

2555-UP0425

2555-UP0510

2555-UP0595

2555-UP0680

2555-UP0765

2555-UP0850

85 3.346

170 6.693

255 10.039

340 13.386

425 16.732

510 20.079

595 23.425

680 26.772

765 30.118

850 33.465

mm inches

REGINA REF.

BELT WIDTH 

W

SIDEFLEXING RADIUS R WORKING LOAD (25°C/77°F)*

1,77 200 7.874

Ratio mm inches

Ri/W Medium Rm

1,75 400 15.748

1,72 600 23.622

1,75 800 31.496

1,78 1000 39.370

1,79 1200 47.244

1,81 1400 55.118

1,82 1600 62.992

1,85 1800 70.866

1,85 2000 78.740

2125(1) 477.7(2)

STRAIGHT CURVE

N/m lbs/ft N lbs kg/m lbs/ft

4250(1) 955.4(2)

25000 1712.5

25000 1712.5

25000 1712.5

25000 1712.5

25000 1712.5

25000 1712.5

25000 1712.5

25000 1712.5

1250 281

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

2500 562

0,8 0.54

1,5 1.01

2,2 1.48

3,0 2.02

3,7 2.49

4,4 2.96

5,2 3.49

5,9 3.96

6,6 4.44

7,4 4.97

* Please consult our Technical Department for technical evaluations

p
t
l
e

rd

31,75
12,7
6,35

5
<20

1.25
.5

.25
.2

<.787

(1) Values in N
(2)  Values in lbs

BELT WIDTH 

W

Dimension mm inches

BELT WEIGHT

850 33.465 1,85 2000 78.740 25000  1712.5 2500 562 7,5 5.04

2555 T  SERIES    

Dimension mm inches
p
t
B
M
C
L
H
E

RD

31,75
12,7
17
42

63,5
6,35
33,7

5
< 20

1.25
.5

.669
1.654

2.5
.25

1.327
.2

< .787
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2555HT-SRUP0340

2555HT-SRUP0425

2555HT-SRUP0510

2555HT-SRUP0595

2555HT-SRUP0680

2555HT-SRUP0765

2555HT-SRUP0850

340 13.386

425 16.732

510 20.079

595 23.425

680 26.772

765 30.118

850 33.465

mm inches

REGINA REF.

SIDEFLEXING RADIUS R WORKING LOAD (25°C/77°F)* BELT WEIGHT

0,85 500 19.685

Ratio mm inches

Ri/W Medium Rm

0,90 600 23.622

1,06 800 31.496

1,17 1000 39.370

1,27 1200 47.244

1,33 1400 55.118

1,38 1600 62.992

27000 1849.5

STRAIGHT CURVE

N/m lbs/ft N lbs kg/m lbs/ft

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

2,9 1.95

3,6 2.42

4,3 2.89

5,1 3.43

5,8 3.90

6,5 4.37

7,3 4.91

- For traditional left, right or “U” turn conveying		
- Average ratio between minimum sideflexing radius and width = 1,2	
  Suitable to be used in more compact conveyors, saving floor space 
  between packaging machines
- For heavy duty applications at high speed
- Guide system with one side TAB
- PATENT PENDING 				 

p
t
B
M
C
L
H
e

RD

31,75
12,7
17
42

63,5
6,35
33,7

5
<20

1.25
.5

.669
1.654

2.5
.25

1.327
.2

<.787

2555HTB-SRUP0340

2555HTB-SRUP0425

2555HTB-SRUP0510

2555HTB-SRUP0595

2555HTB-SRUP0680

2555HTB-SRUP0765

2555HTB-SRUP0850

340 13.386

425 16.732

510 20.079

595 23.425

mm inches

REGINA REF.

SIDEFLEXING RADIUS R WORKING LOAD (25°C/77°F)* BELT WEIGHT

Ratio mm inches

Ri/W Medium Rm STRAIGHT CURVE

N/m lbs/ft N lbs kg/m lbs/ft

3,4 2.28

4,1 2.76

4,8 3.23

5,6 3.76

6,3 4.23

7,1 4.77

7,8 5.24

- For traditional left, right or “U” turn conveying	
- Average ratio between minimum sideflexing radius and width = 1,2		
  Suitable to be used in more compact conveyors, saving floor space 
  between packaging machines
- For heavy duty applications at high speed				  
- Guide system with TAB + Bearing
- PATENT PENDING 								     
	  								      

p
t
B
M
C
L
H
E

RD

31,75
12,7
17
42

63,5
6,35
33,7

5
<20

1.25
.5

.669
1.654

2.5
.25

1.327
.2

<.787

2555 H T  SERIES      

Standard length: 1,524 m (5 feet)

680 26.772

765 30.118

850 33.465

0,85 500 19.685

0,90 600 23.622

1,06 800 31.496

1,17 1000 39.370

1,27 1200 47.244

1,33 1400 55.118

1,38 1600 62.992

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

27000 1849.5

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

3000 674.4

Standard length: 1,524 m (5 feet)
* Please consult our Technical Department for technical evaluations

BELT WIDTH 

W

BELT WIDTH 

W

Dimension mm inches

Dimension mm inches

2555 H T B  SERIES    
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N° of Teeth 

Z

Pitch Diameter A B C D E GF

82,97 3.27

102,75 4.05

132,67 5.22

152,71 6.01

162,75 6.41

mm inches mm inches mm inches mm inches mm inches mm inches mm inches mm inches

35,1 1.38

45 1.77

60 2.36

70 2.76

75 2.95

47,8 1.88

57,7 2.27

72,7 2.86

82,7 3.26

87,7 3.45

30  
min

1.18 
min

300-400    11.81-15.75 150-200 5.91-7.87 70-110 2.76-4.33 60-100 2.36-3.94

8

10

13

15

16

SPROCKETS FOR SIDEFLEXING BELTS SERIES

SOLID SPLIT

REGINA RefERENCE
MPBA 2555 – MPBAS 2555 

mm inches

82,97 3.3

mm inches mm 

N° of Teeth

 Z

PITCH DIAMETER OUTSIDE  DIAMETER BORE SIZE SQUARE BORE ROUND BORE WEIGHT

86,5 3.4

102,75 4.0 106,5 4.2

8

10

SQ REF. RB DRIVE REF. RB IDLER REF. kg lbs

0,04 0.09
0,03 0.07

0,08 0.18
0,07 0.15
0,06 0.13

30
35

MPBA T 2555 08 30
MPBA T 2555 08 35

MPBA Q 2555 10 40

30
35
40

MPBA T 2555 10 30
MPBA T 2555 10 35
MPBA T 2555 10 40

MPBA F 2555 08 30
MPBA F 2555 08 35

MPBA F 2555 10 30
MPBA F 2555 10 35
MPBA F 2555 10 40

mm inches

132,67 5.2

mm inches mm 

N° of Teeth 

Z

PITCH DIAMETER OUTSIDE  DIAMETER BORE SIZE SQUARE BORE ROUND BORE WEIGHT

137,5 5.4

152,71 6.0 158,0 6.2

13

15

SQ REF. RB DRIVE REF. RB IDLER REF. kg lbs

0,19 0.42
0,18 0.40
0,17 0.37

0,24 0.53
0,23 0.51
0,22 0.49

30
35
40

MPBAS T 2555 13 30
MPBAS T 2555 13 35
MPBAS T 2555 13 40MPBAS Q 2555 13 40

MPBAS Q 2555 15 40

30
35
40

MPBAS T 2555 15 30
MPBAS T 2555 15 35
MPBAS T 2555 15 40

MPBAS F 2555 13 30
MPBAS F 2555 13 35
MPBAS F 2555 13 40

MPBAS F 2555 15 30
MPBAS F 2555 15 35
MPBAS F 2555 15 40

162,75 6.4 168,0 6.616
0,27 0.60
0,26 0.57
0,25 0.55

30
35
40

MPBAS T 2555 16 30
MPBAS T 2555 16 35
MPBAS T 2555 16 40MPBAS Q 2555 16 40

MPBAS F 2555 16 30
MPBAS F 2555 16 35
MPBAS F 2555 16 40

SOLID DRIVE AND IDLER SPROCKETS

SPLIT DRIVE AND IDLER SPROCKETS

Different bore size On Request

SPROCKETS/WEAR STRIPS POSITIONING
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SPROCKETS/POCKETS POSITIONING

2555 - 2555 t  B EL T S

2555 Transversal positioning

2555T Transversal positioning

2555 H T - 2555 H T B  B EL T S

2555HT Transversal positioning

2555HTB Transversal positioning

Belt width
W

85
170
255
340
425
510
595
680
765
850

Number of
Drive Sprockets 

1
2
3
4
5
6
7
8
9

10

Number of
Idler Sprockets 

1
2
3
4
5
6
7
8
9

10

Correct sprocket engagement: 
tooth pushes hinge

Incorrect sprocket engagement: 
tooth pulls hinge

Belt width
W

340
425
510
595
680
765
850

Number of
Drive Sprockets 

4
6
8

10
12
14
16

Number of
Idler Sprockets 

3
4
5
6
7
8
9

NUMBER OF SPROCKETS SUGGESTED	

NUMBER OF SPROCKETS SUGGESTED	

(Only for 2555 Belt)

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

= Idler and Drive sprocket

= Additional Drive      
    sprocket for maximum   
    working loads

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

W=85

W=170

W=255

W=340

W=425

W=510

W=595

W=680

W=765

W=850

= Idler and Drive 
    sprocket

Correct sprocket engagement: 
tooth pushes hinge

Incorrect sprocket engagement: 
tooth pulls hinge
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SPROCKETS/POCKETS POSITIONING WEAR STRIP POSITIONING

2555 T

2555

2555 ht

2555 htb 

U pp  e r  Pa r t

R e tu  r n  Pa r t

U pp  e r  Pa r t

R e tu  r n  Pa r t

U pp  e r  Pa r t

R e tu  r n  Pa r t

U pp  e r  Pa r t

R e tu  r n  Pa r t

Straight Section Sideflexing SectionBelt

Provide a rectilinear infeed/outfeed length approximately 1,5 x Belt Width in 90°/180° curves.
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REGINA CATENE CALIBRATE S.p.A.

HEAD OFFICE:
Via Monza, 90

23870 Cernusco Lombardone (LC) - Italy
Tel. +39 039 99801

Fax +39 039 9905229
sales@regina.it

REGINA de MEXICO S.A. de C.V.
Av. Aviación 5051-28

Col. San Juan de Ocotan
45019 Zapopan, Jalisco – Mexico

Tel. +52 33 3627 4043
Fax +52 33 3627 3930

servicioaclientes@reginamexico.com

REGINA INTERNATIONAL S.A.
Diagonal 190, 

1788-1655 Josè Leon Suarez 
Prov. Buenos Aires – Argentina

Tel. +54 11 47296667
Fax +54 11 47203210

regina@reginaargentina.com.ar

ITALY

REGINA USA, INC.
305 E. Mahn Court

53154 Oak Creek - WI - USA
Tel. 001 414 5710032
Fax. 001 414 5710225

regusa@reginausa.com

REGINA TIANJIN CHAIN & BELT CO., LTD.
11B, Saida Jimei Industrial Zone, 

Saida the 2nd Road, 
XEDA 300385 Tianjin – China

Tel. +86 22 83961223
Fax +86 22 83961202

regina@reginachina.cn

REGINA
Tel. +49 2662939196
Fax +49 2662939198

Juergen-Fett@t-online.de

CADENAS REGINA ESPAÑA, S.L.
Calle Industria, 37

 08120 La Llagosta - Barcelona  - España
Tel. +34 93 5742838 
 Fax +34 93 5740735

regina@reginapitko.es

Regina industrie s.a.r.l.
Z.A.C. des Chatelliers

34 Rue des Frères Lumière
45800 Saint Jean De Braye - France

Tel.  +33 238 836363
Fax +33 238 836413

reginaindustrie@reginafrance.fr

REGINA INTERNATIONAL LIMITED
Unit 1, Dyneley Road, 

Greenbank Business Park
Whitebirk, Blackburn, 

Lancs BB1 3AB - United Kingdom
Tel. +44 1254 661116
Fax +44 1254 59456

sales@reginauk.co.uk

WABRAPA REPRESENTAÇÕES
LTDA./REGINA CORRENTES

Rua Augusta, 2516 – Cj. 141 – Cerqueira Cesar
 01412-100 São Paulo/ SP – Brazil

 Tel. +55 11 3086 1997
Fax +55 11 3082 3707

vendas@reginacorrentes.com.br

USA FRANCE

United Kingdom

BRAZIL

CHINAMEXICO

ARGENTINA germany

SPAIN


