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Chains and Modular Belts
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Combs
Transfer Combs for Raised Rib
Belts and Chains

CC  2244
33111100
33112200

11111100

RRRR  884455

Availability of: Short Fingers
Long Fingers

Magnetic Curves
for FliteTop® and Matveyor® Chains

Molded Sprockets
for FliteTop® Chains and Matveyor®

ULTOP® Modular Belts

Availability of:
Solid and Split 

Drive Sprockets 
Idler Sprockets 
Idler wheels

Metric and Inch Bore Size

Machined Sprockets
for FliteTop® Chains and Matveyor®

ULTOP® Modular Belts

Availability of:
Solid and Split 

Drive Sprockets 
Idler Sprockets 
Idler wheels

Metric and Inch Bore Size

Guide profiles
for FliteTop® and Matveyor®  ULTOP®

Chains and Modular Belts

TAB Curves
for FliteTop® and Matveyor® Chains

BEVEL Curves
for FliteTop® Chains

Components
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Delrin®  WITH Kevlar®�

ACETAL WITH PTFE

MATERIALS
Steel FliteTop® Chains

Flight Material

Through hardened carbon steel, surface and core hardness of 43HRC.
Excellent strength and wear resistance. Dry running application.

Cold rolled ferritic stainless steel. Good wear and mechanical resistance.
Good corrosion resistance for food & beverage application.

A superior grade of cold rolled special ferritic stainless steel. Special Cr-Ni alloy offering very good wear and
mechanical properties. Particularly suitable for high productivity lines (combiners and inliners).

Cr-Ni austenitic cold rolled stainless steel. It guarantees the best corrosion resistance to withstand chemical
attack. It offers very good wear resistance, due to work hardening and homogeneous chemical structure.

Pin Material
- carbon steel chains (S): case hardened steel
- ferritic stainless steel chains (SS-4, Prima): cold rolled austenitic stainless steel
- austenitic stainless steel chains (SS): cold rolled austenitic stainless steel
- HD series chains: hardened martensitic stainless steel

Thermoplastic FliteTop® Chains and Matveyor® ULTOP® Belts

Delrin® homopolymer acetal resin. It offers very good mechanical strength and wear resistance in combination
with a low coefficients of friction.

Delrin® special homopolymer acetal resin. It offers better wear resistance for more demanding applications.

A superior grade of  Delrin® acetal resin reinforced with Kevlar®. Due to the excellent wear resistance, dusting
is extremely reduced. In addition, the coefficient of friction with new glass, Pet and can containers is extremely
low. Particularly suitable for applications where good lubrication is not possible. 

Reinforced polyammide. Excellent wear resistance and low dusting.
Only dry running applications. Particularly suitable for glass manufacturing application.

Antistatic acetal resin. Conductive, it is particularly suitable for all applications where static charge on the chain
must be avoided.

Reinforced polypropylene for acid and corrosion resistance.

Special polypropylene for acid and corrosion resistance.

- FliteTop® thermoplastic chains: austenitic stainless steel, martensitic stainless steel (for magnetic series)
- Matveyor® belts: polypropylene, PBT
- Matveyor® sideflexing chains: austenitic stainless steel, martensitic stainless steel (for magnetic series)
- ULTOP® chain: austenitic stainlees steel

Pin Material
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Wear test: New glass bottles in accumulation

Flight Material

- 4%

- 20%- 21%

Water Water & SoapDry

PET Bottles
Coefficient of Friction Reduction DK vs Acetal Resin



Steel
HD 9157
Straight Running, 57 mm Single Hinge,
Reduced Gap, Increased Pin Hardness

Pitch: 38,1 mm (1.5")
Flight gap: 1,6 mm (0.063'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 7 1/2”

M815
Straight Running, Single Hinge

Pitch: 38,1 mm (1.5")
Flight gap: 2,8 mm (0.110'')
Flight thickness: 3 mm (0.118'')

Flight materials: Ferritic (SS-4)
Prima (P)
Austenitic (SS)

Available widths: 3 1/4”

803
Straight Running, Mini Hinge

Pitch: 38,1 mm (1.5")
Flight gap: 2,8 mm (0.110'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 1 1/4”, 1 3/4”

815
Straight Running, Single Hinge

Pitch: 38,1 mm (1.5")
Flight gap: 1,8 mm (0.071'')
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon (S)     
Prima (P)
Austenitic (SS)

Available widths: 2 1/4”, 2 1/2”, 
2 5/8”, 2 7/8”, 3'', 3 1/4”, 3 1/2”, 
4'', 4 1/2”, 6'', 7 1/2”

515
Straight Running, Short Pitch

Pitch: 25,4 mm (1")
Flight gap: 1,6 mm (0.063'')
Flight thickness: 3 mm (0.118'')

Flight materials: Austenitic (SS)

Available widths: 50 mm, 55 mm, 60 mm,
2 1/2”, 72 mm, 3 1/4”, 3 1/2”, 100 mm

915
Straight Running, Single Hinge,
Reduced Gap

Pitch: 38,1 mm (1.5")
Flight gap: 1,6 mm (0.063'')
Flight thickness: 3 mm (0.118'')

Flight materials: Ferritic (SS-4)
Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

HD 915
Straight Running, Single Hinge,
Reduced Gap, Increased Pin
Hardness

Pitch: 38,1 mm (1.5")
Flight gap: 1,6 mm (0.063'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

881T
Sideflexing TAB

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon (S)
Austenitic (SS)

Available widths: 3 1/4”, 4 1/2”, 7 1/2”

2815
Straight Running, Double Hinge

Pitch: 38,1 mm (1.5")
Flight gap: 1,8 mm (0.071'')
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon (S)             
Ferritic (SS-4)
Prima (P)
Austenitic (SS)

Available widths: 7 1/2”

881
Sideflexing Bevel

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon (S) 
Austenitic (SS)

Available widths: 3 1/4”, 4 1/2”, 7 1/2”

https://motor-reduktor.com.ua/tsepi-nerzhavejuschie
https://motor-reduktor.com.ua/povorotnaya-nerzhaveyuschaya-tsep
https://motor-reduktor.com.ua/regina-flitetop-2815


HD 981M
Sideflexing Magnetic, Reduced
Sideflexing Gap, Increased Pin Hardness

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

981
Sideflexing Bevel, 
Reduced Sideflexing Gap

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

HD 9857M
Sideflexing Magnetic, Heavy Duty, 
57 mm Hinge, Increased Pin Hardness

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 7 1/2”

981T
Sideflexing TAB, 
Reduced Sideflexing Gap

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm), 
4 1/2”, 7 1/2”

982T
Sideflexing TAB, Reduced Sideflexing
Radius 

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Austenitic (SS)

Available widths: 3 1/4”

981M
Sideflexing Magnetic, 
Reduced Sideflexing Gap

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Ferritic ( SS-4 )
Prima (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

HDG 9157
Straight Running, 57 mm Single Hinge,
Increased Pin Hardness, Rubber Top

Pitch: 38,1 mm (1.5")
Flight gap: 1,6 mm (0.063'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 7 1/2”

G 815
Straight Running, Single Hinge,
Rubber Top

Pitch: 38,1 mm (1.5")
Flight gap: 1,8 mm (0.071'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 3 1/4”, 4 1/2”, 7 1/2”

G 981
Sideflexing Bevel, Reduced 
Sideflexing Gap, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 3 1/4”

G 2815
Straight Running, Double Hinge,
Rubber Top

Pitch: 38,1 mm (1.5")
Flight gap: 1,8 mm (0.071'')
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 7 1/2”

Steel

Steel Rubber Top



HDG 9857M
Sideflexing Magnetic, Heavy Duty, 
57 mm Hinge, Increased Pin Hardness,
Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 7 1/2”

G 981T
Sideflexing TAB, Reduced
Sideflexing Gap, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 3 1/4”, 7 1/2”

G 981M
Sideflexing Magnetic, Reduced
Sideflexing Gap, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 3 mm (0.118'')

Flight materials: Prima (P)
Pad Material: Nytrile Rubber

Available widths: 7 1/2”

880
Sideflexing Bevel

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Reinforced Polyammide (AR)

Available widths: 3 1/4”, 4 1/2”

820
Straight Running, Single Hinge
Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')
Flight materials:

Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)
Reinforced Polyammide (AR)
Anti Static Resin (AS)
Reinforced Polypropylene (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm),   
87 mm, 4'', 4 1/2”, 6'', 7 1/2”

880T
Sideflexing TAB
Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')
Flight materials:

Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)
Reinforced Polyammide (AR)
Anti Static Resin (AS)
Reinforced Polypropylene (P)

Available widths: 3 1/4”, 3.3'' (83,8 mm), 
87 mm, 4 1/2”

831
Straight Running, Single Hinge,
Reinforced Top Flight

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3 1/4”, 3.3'' (83,8 mm),
4 1/2”, 7 1/2”

879
Sideflexing Bevel, Reinforced Top Flight

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)

Available widths: 3 1/4”, 4 1/2”

821
Straight Running, Double Hinge,
Reinforced Top Flight

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)

Available widths: 7 1/2”, 10'', 12''

Plastic

Steel Rubber Top

https://motor-reduktor.com.ua/tsep_transporternaya
https://motor-reduktor.com.ua/plastikovaya_povorotnaya_tsep
https://motor-reduktor.com.ua/regina-flitetop-821


Plastic
878T
Sideflexing TAB, Reduced Sideflexing
Radius, Reinforced Top Flight

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Reinforced Polyammide (AR)

Available widths: 3 1/4”

879T
Sideflexing TAB, Reinforced Top 
Flight

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Available widths:
3 1/4”, 3.3'' (83,8 mm), 4 1/2”

880TA
Sideflexing TAB, Vacuum Series

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Available widths: 3 1/4”

880M
Sideflexing Magnetic

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3 1/4”, 3.3'' (83,8 mm)

882T
Sideflexing TAB, Reinforced Top
Flight, Heavy Duty, 57 mm Hinge

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Acetal Resin (UP)

Available widths: 4 1/2”, 7 1/2”', 10'', 12''

HF 880
Sideflexing Bevel, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material:
Thermoplastic Rubber

Available widths: 3 1/4”, 4 1/2”

HF 820
Straight Running, Single Hinge,
Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material:
Thermoplastic Rubber

Available widths: 3 1/4”, 4'', 4 1/2”, 
6'', 7 1/2”

HF 880T
Sideflexing TAB, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material:
Thermoplastic Rubber

Available widths: 3 1/4”, 4 1/2”

HF 821
Straight Running, Double Hinge,
Reinforced Top Flight, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material: 
Thermoplastic Rubber

Available widths: 7 1/2”, 10'', 12''

Plastic Rubber Top



HF 1873T
Sideflexing, Two Piece, Rubber Top

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain material: Carbon Steel 
Stainless Steel

Pad material:
Thermoplastic Rubber

Available widths: 3 1/4”, 4 1/2”, 6'', 7 1/2”,   
10'', 12''

HF 882T
Sideflexing TAB, Reinforced Top
Flight, Heavy Duty, 57 mm Hinge,
Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material:
Thermoplastic Rubber

Available widths: 4 1/2”, 7 1/2”, 
10'', 12''

HF 878T
Sideflexing TAB, Reduced
Sideflexing Radius, Reinforced Top
Flight, Rubber Top

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)

Pad material:
Thermoplastic Rubber

Available widths: 3 1/4”

1874
Sideflexing, Two Piece, Steel Flight

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon Steel
Stainless Steel

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”, 4 1/2”, 6'', 7 1/2”

844
Straight Running, Two Piece,
Steel Flight

Base roller chain pitch: 12,7 mm (0.5")
Flight thickness: 2,2 mm (0.087'')

Flight materials: Carbon Steel
Stainless Steel

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 1'', 1 1/2”, 3 1/4”

1864
Straight Running, Two Piece, 
Steel Flight
Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 3 mm (0.118'')
Flight materials: Carbon Steel

Stainless Steel
Base roller chain materials: Carbon Steel 

Stainless Steel
Available widths: 3 1/4”, 4 1/2”, 6'', 7 1/2”

845
Straight Running, Two Piece,
Bidirectional, Thermoplastic Flight

Base roller chain pitch: 12,7 mm (0.5")
Flight thickness: 3,2 mm (0.126'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 1 3/8”, 40 mm, 2''

843
Straight Running, Two Piece,
Thermoplastic Flight

Base roller chain pitch: 12,7 mm (0.5")
Flight thickness: 3,2 mm (0.126'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 1 3/8”, 2'', 3 1/4”

Plastic Rubber Top

Two piece steel flight

Two piece plastic flight

https://motor-reduktor.com.ua/regina_flitetop_1873t


Two piece plastic flight
1863T
Sideflexing, Two Piece, Thermoplastic
Flight, Reduced Sideflexing Gap

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)
Reinforced Polyammide (AR)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 2 1/4”, 3 1/4”, 4 1/2”, 
7 1/2”, 12'', 16''

RR 845
Straight Running, Two Piece,
Bidirectional, Thermoplastic Flight,
Raised Rib

Base roller chain pitch: 12,7 mm (0.5")
Flight thickness: 3,2 mm (0.126'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 40 mm, 53,6 mm

1873T
Sideflexing, Two Piece, Thermoplastic
Flight

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)
Reinforced Polyammide (AR)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”, 4 1/2”, 6'', 
7 1/2”, 10'', 12''

863 - 963
Straight Running, Two Piece,
Thermoplastic Flight

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”, 4 1/2”', 6'', 7 1/2”

963 Serie: Side-Bow Base roller chain

1843T
Sideflexing, Two Piece, Thermoplastic
Flight

Base roller chain pitch: 12,7 mm (0.5")
Flight thickness: 3,2 mm (0.126'')

Flight materials:
Delrin® Acetal Resin (LW)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 1 1/4”

EV 1874T
Gripper Two Piece, Steel Top Flight,
Long Fingers

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon Steel
Stainless Steel

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”

GV 1874T
Gripper Two Piece, Steel Top 
Flight, Short Fingers

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 3 mm (0.118'')

Flight materials: Carbon Steel
Stainless Steel

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4” , 4 1/2”

GU 1873T
Gripper Two Piece, Thermoplastic Top
Flight, U - Shape

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”, 4 1/2”

GD 1873T
Gripper Two Piece, Thermoplastic Top
Flight, D - Shape

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”

Gripper steel flight

Gripper plastic flight



HG 878T
Gripper, Thermoplastic Sideflexing,
Reduced Radius

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (LW)

Available widths: 3 1/4”

GW 1873T
Gripper Two Piece, Thermoplastic Top
Flight, Short Fingers

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Base roller chain materials: Carbon Steel 
Stainless Steel

Available widths: 3 1/4”

EW 1873T
Gripper Two Piece, Thermoplastic Top
Flight, Long Fingers

Base roller chain pitch: 19,05 mm (0.75")
Flight thickness: 4 mm (0.157'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Base roller chain materials: Carbon Steel
Stainless Steel

Available widths: 3 1/4”, 4 1/2”

LBP 882T
Sideflexing, Heavy Duty, 57 mm Hinge,
for Low Back-line Pressure

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (DG)

Available widths: 3 3/4”, 7 1/2”, 10'', 12''

LBP 821
Straight Running, Double Hinge,
for Low Back-line Pressure

Pitch: 38,1 mm (1.5")
Flight thickness: 4,8 mm (0.189'')

Flight materials:
Delrin® Acetal Resin (DG)

Available widths: 7 1/2”, 10'', 12''

1700
Sideflexing, Biplanar

Pitch: 50 mm (1.969")
Chain thickness: 24 mm (0.945'')

Chain materials:
Delrin® White Acetal Resin
Delrin® Acetal Resin (LW)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 55 mm

1701T
Sideflexing TAB, Biplanar

Pitch: 50 mm (1.969")
Chain thickness: 25 mm (0.984'')

Chain materials:
Delrin® White Acetal Resin
Delrin® Acetal Resin (LW)

Available widths: 53 mm

1702
Sideflexing, Biplanar

Pitch: 50 mm (1.969")
Chain thickness: 25 mm (0.984'')

Chain materials:
Delrin® White Acetal Resin

Available widths: 53 mm

Gripper plastic flight

LBP chain

Biplanar chain

https://motor-reduktor.com.ua/lbp-chain
https://motor-reduktor.com.ua/gripper_chain
https://motor-reduktor.com.ua/regina-biplanar
https://motor-reduktor.com.ua/regina-882t-lbp


P 2600-C
Sideflexing, Case Conveyor Chain,
Closed Top

Pitch: 63,5 mm (2.5")
Chain Height: 29 mm (1.142'')

Chain materials: White Acetal Resin

Available widths: 43 mm

P 600-O
Sideflexing, Case Conveyor Chain,
Open Top

Pitch: 63,5 mm (2.5")
Chain Height: 28 mm (1.102'')

Chain materials: White Acetal Resin

Available widths: 43 mm

P 2600T-C
Sideflexing TAB, Case Conveyor Chain,
Closed Top

Pitch: 63,5 mm (2.5")
Chain Height: 29 mm (1.142'')

Chain materials: White Acetal Resin

Available widths: 43 mm

P 600T-O
Sideflexing TAB, Case Conveyor
Chain, Open Top

Pitch: 63,5 mm (2.5")
Chain Height: 28 mm (1.102'')

Chain materials: White Acetal Resin

Available widths: 43 mm

Case conveyor chain



600
Modular Belt, Short Pitch, Metric
Widths, Solid Top

Pitch: 12,7 mm (0.5")
Thickness: 8,7 mm (0.343'')

Module materials:
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

600G ATM
Active Transfer Module (ATM), Short
Pitch, Metric Widths, Solid Top

Pitch: 12,7 mm (0.5")
Thickness: 8,7 mm (0.343'')

Versions: Left (85 mm + Wing)
Right (85 mm + Wing)

Module materials: 
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

1500G ATM
Active Transfert Module (ATM), Light Duty,
Metric Widths, Flush Grid

Pitch: 25,4 mm (1")
Thickness: 8,7 mm (0.343'')

Version: Right (170 mm + Wing)

Module materials:
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

1500
Modular Belt and Dedicated
Width, Light Duty, Metric Widths,
Flush Grid

Pitch: 25,4 mm (1")
Thickness: 8,7 mm (0.343'')

Module materials: 
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

1600G ATM
Active Transfert Module (ATM), Light
Duty, Metric Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 8,7 mm (0.343'')

Versions:
Left (85 mm + Wing) 
Right (85 mm + Wing, 170mm + Wing)

Module materials:
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

1600
Modular Belt and Dedicated Width, 
Light Duty, Metric Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 8,7 mm (0.343'')

Module materials:
Delrin® Acetal Resin LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

Light duty short pitch

Light duty

1310
Modular Belt, Light Duty, Inch Widths,
Solid Top

Pitch: 25,4 mm (1")
Thickness: 9,6 mm (0.378'')

Module materials: 
Delrin® Acetal Resin (LW)
Polypropylene (PP)
Delrin® Kevlar® Acetal Resin (DK)

1110
Modular Belt, Light Duty, Inch
Widths, Raised Rib

Pitch: 25,4 mm (1")
Thickness: 15 mm (0.591'')

Module materials:
Delrin® Acetal Resin (LW)
Polypropylene (PP)

1210
Modular Belt, Light Duty, Inch
Widths, Flush Grid

Pitch: 25,4 mm (1")
Thickness: 9,6 mm (0.378'')

Module materials:
Delrin® Acetal Resin (LW)
Polypropylene (PP)

https://motor-reduktor.com.ua/modulnaya_lenta


USP
Modular Belt and Dedicated Widths,
Heavy Duty, Inch Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')

Module materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

USPG ATM
Active Transfert Module (ATM), Heavy
Duty, Inch Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')

Versions:
Left (4 1/2”' + Wing, 7 1/2” + Wing)
Right (4 1/2” + Wing, 7 1/2” + Wing)

Module materials: 
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

USPMG ATM
Active Transfert Module (ATM), Heavy
Duty, Metric Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')

Versions: Left (85 mm + Wing)
Right (85 mm + Wing)

Module materials: 
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

USPM
Modular Belt and Dedicated Widths,
Heavy Duty, Metric Widths, Solid Top

Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')

Module materials: 
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

HF USPM
Modular Belt, Heavy Duty, Metric
Width, Rubber Top
Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')
Module materials:

Delrin® Acetal Resin (UP)
Polypropylene (PP)

Rubber Material:
Thermoplastic Rubber

Versions: Complete Rubber Surface
Side Indent

LBP USPM
Modular Belt, Heavy Duty, Metric
Widths, for Low Back-line Pressure

Pitch: 25,4 mm (1")
Thickness: 12,7 mm (0.5'')

Module materials:
Delrin® Acetal Resin (DG)

UCCG ATM
Active Transfert Module (ATM), Heavy
Duty, Inch Widths, Solid Top

Pitch: 38,1 mm (1.5")
Thickness: 12,7 mm (0.5'')

Module materials:
Delrin® Kevlar® Acetal Resin (DK)

Versions: 4 1/2” + Wing, 7 1/2” + Wing

UCC
Dedicated Widths, Heavy Duty, 
Inch Widths, Solid Top

Pitch: 38,1 mm (1.5")
Thickness: 12,7 mm (0.5'')

Module materials:
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3 1/4”, 4 1/2”, 6'', 
7 1/2”, 12'', 15'', 18'', 24''

Heavy duty

Heavy duty rubber top

Heavy duty LBP

Heavy duty UCC

https://motor-reduktor.com.ua/matveyor-500
https://motor-reduktor.com.ua/matveyor-uspm


782M
Sideflexing Magnetic, Light Duty,
Flush Grid

Pitch: 25,4 mm (1")
Flight thickness: 8,7 mm (0.343'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3.3'' (83,8 mm)

783T
Sideflexing TAB, Light Duty, Solid Top

Pitch: 25,4 mm (1")
Flight thickness: 8,7 mm (0.343'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Kevlar® Acetal Resin (DK)

Available widths:
3 1/4”, 3.3'' (83,8 mm), 4 1/2”

783M
Sideflexing Magnetic, Light Duty
Solid Top

Pitch: 25,4 mm (1")
Flight thickness: 8,7 mm (0.343'')

Flight materials:
Delrin® Acetal Resin (LW)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3.3'' (83,8 mm)

793T
Sideflexing TAB, Heavy Duty, Solid Top

Pitch: 25,4 mm (1")
Flight thickness: 12,7 mm (0.5'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Available widths:
3 1/4”, 3.3'' (83,8 mm), 4 1/2”

793M
Sideflexing Magnetic, Heavy Duty,
Solid Top

Pitch: 25,4 mm (1")
Flight thickness: 12,7 mm (0.5'')

Flight materials:
Delrin® Acetal Resin (UP)
Delrin® Kevlar® Acetal Resin (DK)

Available widths: 3.3'' (83,8 mm)

3110
Heavy Duty, Inch Widths, Raised Rib

Pitch: 50,8 mm (2")
Thickness: 23,9 mm (0.941'')

Module materials: Polypropylene (PP)

C 24 CAM-CLEAN®

Heavy Duty, Inch Widths, Raised Rib

Pitch: 50,8 mm (2")
Thickness: 22,2 mm (0.874'')

Module materials: Polypropylene (PP)

3120
Heavy Duty, Inch Widths, Raised Rib

Pitch: 50,8 mm (2")
Thickness: 23,9 mm (0.941'')

Module materials: Polypropylene (PP)

Heavy duty raised rib

Sideflexing chain

https://motor-reduktor.com.ua/lenta_783m_782m_783t


Combs
Transfer Combs for Raised Rib
Belts and Chains

CC  2244
33111100
33112200

11111100

RRRR  884455

Availability of: Short Fingers
Long Fingers

Magnetic Curves
for FliteTop® and Matveyor® Chains

Molded Sprockets
for FliteTop® Chains and Matveyor®

ULTOP® Modular Belts

Availability of:
Solid and Split 

Drive Sprockets 
Idler Sprockets 
Idler wheels

Metric and Inch Bore Size

Machined Sprockets
for FliteTop® Chains and Matveyor®

ULTOP® Modular Belts

Availability of:
Solid and Split 

Drive Sprockets 
Idler Sprockets 
Idler wheels

Metric and Inch Bore Size

Guide profiles
for FliteTop® and Matveyor®  ULTOP®

Chains and Modular Belts

TAB Curves
for FliteTop® and Matveyor® Chains

BEVEL Curves
for FliteTop® Chains

Components

https://motor-reduktor.com.ua/zvezdochka


Уважаемые партнёры!

Компания  КПД  готова  предложить  комплектующие  к 
оборудованию самого высокого качества.

Основные наши позиции это:
- Редукторы и мотор-редукторы David Brown / Benzlers Швеция – 

это  недоступный  ранее  на  украинском  рынке  уровень  качества, 
надёжности,  уровня  технических  инноваций  и  технического 
совершенства. Представлены редукторы всех компоновок.

- Электродвигатели асинхронные Brook Crompton, электромоторы 
с тормозом MGM, Италия.

- Цепи роликовые приводные и грузовые (конвейерные) 
производства Ketten Wulf, Германия, Sedis, Франция, вильчатые 
скребковые цепи Sircatene, Италия. 

 -   Звёздочки для цепей Sati, Италия
 -   Плоские транспортёрные цепи и модульные ленты Regina
- Ремни приводные клиновые, поликлиновые (ручейковые), 

вариаторные,  круглые,  зубчатые  специальные,  производства 
компаний Bando, Япония, Brecoflex, Германия.

-  Шкивы,  монтажные втулки  и муфты  со склада, производства 
компании Desch, Германия.

 -    Зубчатые цепи Ramsey, США
-    Гидромуфты и дисковые тормозаTransfluid, Италия.
-  Карданные  валы  Elso/Elbe,  Германия,  широкий  диапазон 

конструкций и размеров, крестовины карданных валов.
- CTS обгонные муфты из Италии. Высокое качество изготовления.

Наши специалисты всегда готовы помочь решить проблемы 
эксплуатации оборудования и предложить надёжные комплектующие.

С уважением,

Павинов Михаил
инженер
ООО «Компания промышленных деталей»
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua       
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http://motor-reduktor.com.ua/kardannyj_val
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Italy
REGINA INDUSTRIA S.p.A.
Via Monza, 90
23870 Cernusco Lombardone (LC)
Italy
TEL. +39-039-99801
FAX +39-039-9905229
sales@regina.it

REGINA SUD S.p.A.
Head office and Plant 
S.S. 156 dei Monti Lepini km 50,00
Traversa Via dei Lavoratori, 23
04010 Borgo San Michele (LT)
Italy
TEL. +39-0773-25491
FAX +39-0773-258496

Sales office 
Via Monza, 90
23870 Cernusco Lombardone (LC)
Italy
TEL. +39-039-9980370
FAX +39-039-9901119
reginasud@regina.it

United Kingdom
REGINA INTERNATIONAL Limited
Unit 1, Dyneley Road,
Greenbank Business Park
Whitebirk, Blackburn,
Lancs BB1 3AB - U.K.
TEL. +44-1254-661116
FAX +44-1254-59456
user@regina-int.fsnet.co.uk

France
REGINA INDUSTRIE S.a.r.l.
20 Rue André Dessaux
45402 Fleury Les Aubrais (Cedex)
France
TEL. +33-238-836363
FAX +33-238-836413
reginaindustrie@aol.com

Germany
REGINA
Tel. ++49-2662939196 
Fax ++49-2662939198 
Juergen-Fett@t-online.de 

United States
REGINA USA, INC.
824 Chesapeake Drive
Cambridge, MD 21613 - U.S.A.
TEL. +1-410-221-2800
FAX +1-410-221-2801
regusa@reginausa.com

Mexico
REGINA USA de MEXICO, S.A. DE C.V.
Av. Mariano Otero 1280
Jardines del Bosque
44520 Guadalajara, Jalisco - Mexico
TEL. +52-33-31240000
FAX +52-33-31226618
reginamx@reginausa.com.mx

South America
REGINA INTERNATIONAL S.A.
Diagonal 190, 1788
1655 Josè Leon Suarez - B.A.
Argentina
TEL. +54-11-4720-6150
FAX +54-11-4729-5479
regina_ventas@elsitio.net

China
REGINA INDUSTRIA S.p.A.
Shanghai Rep. Office
Room 23, Lombardy Palace
No. 999 Ningqiao Rd,
Shanghai 201206, P.R. China
TEL. +86-21-50312408
FAX +86-21-58345938
regping@public1.sta.net.cn

Chains and Modular Belts
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