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Production range.

All gripper chains are particularly suitable in the following industries:
Bottling, Food, Glass Mfg., Packaging

BASE CHAIN
MATERIAL (3/4")
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plastic

RUBBER PAD
MATERIAL

CHAIN FLIGHT APPLICATION

SERIES RUBBER DESIGN

Thermo
plastic
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All the stainless steel rollers base chains are prelubricated with high performance lube suitable for the food industry (USDA H1 approved) which gua-

Materials.
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rantees long-lasting effect for the chain.
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Features of the 1873T Two-piece series.

e,

Fingers and materials designed for exerting an ideal and not excessive Gripper securely fixed to flight by an austenitic Special rubber material, extends life
force for each specific application stainless steel pin, eliminating pop-off without loosing elasticity




1873T Series.

Two-piece gripper chains with plastic flights (3/4” pitch).

EW 1873T (Long Fingers). m GW 1873T (Short Fingers). m
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https://motor-reduktor.com.ua/gripper_chain

EV 1874T (Long Fingers). m

1874T Series.

Two piece gripper chains with steel flights (3/4” pitch).
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1843T Series.

m Two-piece gripper chains with plastic flights (1/2” pitch).
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One-piece gripper chains with plastic plates. Reduced sideflexing radius.

EW 878T
(Long Fingers).

i

GW 878T
(Short Fingers).
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https://motor-reduktor.com.ua/regina-flitetop-1843t-gripperchain

m Gripper chains available with ENDURO maintenance free base chains.

Technical characteristics.

“Heavy wall” sintered bushing, impregnated with USDA H1 food approved oil
Hard plated pin

Galvanically coated plates and rollers for resistance to mildly aggressive environment

Case hardened
Hard plating, anti-corrosion

Solid
Anti-corrosion coating

Sintered bushing,
impregnated with high
performance lubricant

Optimized bushing wall
thickness for increased
wear performance

Sintered
Oil impregnated

Anti-corrosion coating

BENEFITS APPLICATION LIMITS
DRAMATIC WEAR LIFE INCREASE COMPARED MAXIMUM SPEED: 2 M/SEC
TO STANDARD CHAINS IN UN-LUBRICATED CONDITIONS
MAXIMUM SPECIFIC
ELIMINATE NEED FOR PERIODIC LUBRICATION PRESSURE: 20 N/MM?
NO PRODUCT OR EQUIPMENT CONTAMINATION TEMPERATURE OPERATING
RANGE: -30°C + +150°C
RESISTANCE TO CORROSION IN MILDLY AGGRESSIVE
ENVIRONMENT MILD CORROSIVE ENVIRONMENT
SAVINGS IN LUBRICATION AND MAINTENANCE COSTS ABSENCE OF ABRASIVE CONTAMINATION

Comparative wear test - 16B-1 chains with sintered bushings.

Regina Catene Calibrate S.p.A. - Laboratory 13/07/2011
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w TEST CONDITIONS
Rpm: 234
Sprockets: z1=15 z2=15
RUNNING TIME (hours) Chain pull: 3'432 N (350kg)
Hm 16B-1 Regina STAINLESS STEEL chain with factory pre-lubrication (no relubrication) Chain speed: 1,50 m/s
mm  16B-1 Regina STANDARD chain with factory pre-lubrication (no relubrication) Specific pressure pin/bushing: 17 N/mm?

mm 16B-1 Maintenance free chain - Regina Enduro series - code 147BS No lubrication during the test


https://motor-reduktor.com.ua/tsepi_regina_enduro
https://motor-reduktor.com.ua/privodnye_tsepi

YBaxaeMble napTHEpPHLI!

Komnanua KIMLO rotoBa npeasiokuTb  KOMMSEKTyOWME K
obopyaoBaHMO caMOro BbICOKOro Ka4yecTBa.
OCHOBHble HallX NO3ULNKN 3TO:

- PeaykTopbl n moTop-peayktopbl David Brown / Benzlers Llseuus —
3TO HeOOCTYMNHbIN paHee Ha YKPaWHCKOM pPblHKE YpPOBEHb KadecTsa,
HaQEXHOCTW, YPOBHA  TEXHMYECKMX MHHOBAUMA U TEXHUYECKOro
coBepLueHcTBa. [peacraBneHsl peaykTopbl BCeX KOMMOHOBOK.

- AneKkTpoaBuraTenn acMHxpoHHole Brook Crompton, anekTpomMmoTopbl
¢ Topmo3zom MGM, Utanus.

- LUenn ponukoBble nMpuvBOAHbLIE W Trpy30Bble (KOHBEWEPHbIE)
npounssoactea Ketten Wulf, epmaHusa, Sedis, ®paHums, sunbyaTtble
ckpebkoBble uenu Sircatene, Utanus.

- 3BEé3O04YKUu Ang uenewn Sati, Utanuna
- [nockue TpaHcnopTépHbIe Lenu n MmoayrbHble NeHTbl Regina
- PeMHu npuBoAgHble KNMHOBbLIE, NOSIMKINHOBLIE (PYyYEnKoBbIE),

BapuaTopHble, Kpyrnble, 3ybyaTble creumanbHble, NPOM3BOACTBA
komnaHun Bando, AinoHus, Brecoflex, FepmaHus.

- LLKnBbI, MOHTaXHbIe BTYNKU U MydTbl CO cKraga, nNpou3BoaCcTBa
komnaHun Desch, NepmaHus.

- 3yb6uyatbie uenun Ramsey, CLLUA

- ImapomydTbl 1 guckosble Topmo3saTransfluid, UTanna.

- KappaHHble Banbl Elso/Elbe, ['epmaHus, wwupokun puanasoH
KOHCTPYKLUUI U pa3MepoB, KPECTOBUHbI KapAaHHbIX Baros.

- CTS ob6roHHble My Tbl 13 MTanmm. Beicokoe kKa4yeCTBO U3rOTOBIIEHUS.

Hawwn cneunanncTbl BCerga rotoBbl MOMOYbL peLunTb Npobremol

aKkcnnyaTtauum obopynoBaHUSA 1 NPeanoXUTb HaLEXHbIE KOMMNMEKTYOLNE.

C yBaxeHuewm,

NaBnHoB Muxaun

NHXEeHep

00O «KomnaHust NpoMbILNEHHbIX AeTanemny
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua



http://motor-reduktor.com.ua/benzlers_m
http://motor-reduktor.com.ua/flender_redurex
http://motor-reduktor.com.ua/david_brown_g
http://motor-reduktor.com.ua/benzlers_k
http://motor-reduktor.com.ua/sati-wormgear-nmrv
http://motor-reduktor.com.ua/asinhronyj_elektromotor
http://motor-reduktor.com.ua/vzryvobezopasnyj_elektromotor
http://motor-reduktor.com.ua/electromotor_s_tormozom
http://motor-reduktor.com.ua/electrodvigatel-mgm
http://motor-reduktor.com.ua/tsepi_gost
http://motor-reduktor.com.ua/privodnaya_tsep
http://motor-reduktor.com.ua/tsepi_gruzovye
http://motor-reduktor.com.ua/tsepi_gost_588-81
http://motor-reduktor.com.ua/tsepi_din_8165
http://motor-reduktor.com.ua/tsep-dvukhrjadnaja-privodnaya
http://motor-reduktor.com.ua/british-standart-conveyor-chain
http://motor-reduktor.com.ua/skrebkovye_tsepi
http://motor-reduktor.com.ua/vilchataya_tsep
http://motor-reduktor.com.ua/zvezdochka_tsepi
http://motor-reduktor.com.ua/shkivy_elektromotorov
http://motor-reduktor.com.ua/tsepi-nerzhavejuschie
http://motor-reduktor.com.ua/lbp-chain
http://motor-reduktor.com.ua/tsepi-regina
http://motor-reduktor.com.ua/remni
http://motor-reduktor.com.ua/klinovy_privodnoi_remen
http://motor-reduktor.com.ua/poliklinovoi_remen
http://motor-reduktor.com.ua/variatornye_remni
http://motor-reduktor.com.ua/kruglyj_remen_iz_poliuretana
http://motor-reduktor.com.ua/zubchatyj_remen_htd_8m_14m
http://motor-reduktor.com.ua/remni_brecoflex/atn_20
http://motor-reduktor.com.ua/zubchatye_remni_brecoflex_at5_at10_at20
http://motor-reduktor.com.ua/bando-sts-s14m-zubchatye-remni
http://motor-reduktor.com.ua/shkiv_klinovoi
http://motor-reduktor.com.ua/taper_bush
http://motor-reduktor.com.ua/mufta_hrc
http://motor-reduktor.com.ua/mufta_desch_flex
http://motor-reduktor.com.ua/bescshumnye_tsepi_ramsey
http://motor-reduktor.com.ua/tsep_zubchataya
http://motor-reduktor.com.ua/gidromufta_transfluid
http://motor-reduktor.com.ua/transfluid_tormoz_barabannyj
http://motor-reduktor.com.ua/transfluid-rbd
http://motor-reduktor.com.ua/kardannyj_val
http://motor-reduktor.com.ua/kardannyj_val_elso-elbe
http://motor-reduktor.com.ua/mufta_obgonnaya

PERFORMANCE IN MOTION

ITALY

REGINA CATENE CALIBRATE S.p.A.
HEAD OFFICE:

Via Monza, 90
23870 Cernusco Lombardone (LC) - ltaly
Tel. +39 039 99801
Fax +39 039 9905229
sales@reginachain.net

MEXICO

REGINA de MEXICO S.A. de C.V.
Av. Aviacion 5051-28
Col. San Juan de Ocotan
45019 Zapopan, Jalisco — Mexico
Tel. +52 33 3627 4043
Fax +52 33 3627 3930
sales.mx@reginachain.net

ARGENTINA

REGINA INTERNATIONAL S.A.
Diagonal 190,
1788-1655 José Leon Suarez
Prov. Buenos Aires — Argentina
Tel. +564 11 47296667
Fax+54 11 47203210
sales.ar@reginachain.net

USA

REGINA USA, INC.
305 E. Mahn Court
Oak Creek, WI 53154 - USA
Tel. 001 414 5710032
Fax 001 414 5710225
sales.us@reginachain.net

CHINA

REGINA TIANJIN CHAIN & BELT CO., LTD.
Xi Qing Economic Development Area; .
Xiang Rui Road n. 17 -

Tian Xiang Industrial Zone
300385 Tian Jin - China
Tel. +86 22 83961223
Fax +86 22 83961202
sales.cn@reginachain.net

GERMANY. -
REGINA
Tel. +49 2662939196

Fax +49 2662939198
sales.de@reginachain.net

THE NETHERLANDS

~ REGINA .
Tel. +31 610681114
sales.nl@reginachain.net

L]

Ml e Y
FRANCE
REGINA INDUSTRIE s.a.r.l.
Z.A.C. des Chatelliers
34 Rue des Fréres Lumiére
45800 Saint Jean De Braye - France
Tel. +33 238 836363
Fax +33 238 836413
sales.fr@reginachain.net

UNITED KINGDOM

REGINA INTERNATIONAL LIMITED
Unit 1, Dyneley Road,
Greenbank Business Park
Whitebirk, Blackburn,

Lancs BB1 3AB - United Kingdom
Tel. +44 1254 661116
Fax +44 1254 59456
sales.uk@reginachain.net

SPAIN

CADENAS REGINA ESPANA, S.L.
Calle Industria, 37
08120 La Llagosta - Barcelona - Espafia
Tel. +34 93 5742838
Fax +34 93 5740735
sales.es@reginachain.net
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