ServoFit® PE planetary gear units

New technology standard
for applications in
automation and robotics
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With motor adapter for universal motor mounting ...

Specially designed for
typical applications in
automation and robotics

Servo drives are used for many dif-
ferent applications. This results in
a variety of torque and backlash
requirements for the gear units.
Whatever these requirements may
be, power density, endurance and
noise level are also high priority
factors.

STOBER developed the new PE gear
unit for this requirement profile.

Section: ServoFit® PE4 two-stage planetary Monobloc housing for two-stage planet gear set
gear unit for mounting to standard servo motors

The helical planet gears
make the difference

‘ Reduced noise emissions

Automation systems are rarely
housed in noise-absorbing enclo-
sures. So it is beneficial for opera-
tors if the noise emissions from the
servo drives are kept within limits.

The usual industry standard only
provides for simple, spur gear
versions. The noise level of these
simply designed gear units is an
indication of their limited running

SR B R e The quiet running smoothness of

the ServoFit® PE planetary gear units
This is quite different in the high- is provided by the helical planet
quality design of the ServoFit® PE . W gear sets and the high quality they
helical planetary gear units. STOBER  The helical gearing makes the difference are manufactured in.
sets a new standard for the func- in running quality and particularly en-

durance. This gearing simply means reli-
tional and manufacturing quality ability.
of simple industrial servo gear units
— without increasing the price
structure.

The new series: ServoFit® PE planetary gear units




Monobloc housing, ultra-
compact with integral
motor mounting system

The new single-piece housing type
for single and two stage versions
is optimized for the mounting of
standard industrial servo motors.

The integral, zero-backlash clamp
coupling gives maximum mount-
ing convenience. In just a few steps
a motor is adapted.

The precise centring of the servo
motor prevents mounting errors.
A clamping screw produces the in-
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) . ServoFit® ServoFit® ServoFit® ServoFit®
terference fit. A thermal expansion  PE2 single-stage PE3 single-stage PE4 single-stage PES5 single-stage
feature is integrated planetary gear unit planetary gear unit planetary gear unit planetary gear unit

For special motors, adapter versions
for almost any interface layout can
be supplied on request.

View of the ME motor adapter ServoFit® PE4 single-stage planetary ServoFit® PE4 two-stage planetary gear unit
with the EasyAdapt® clamp coupling gear unit with ZV spur pinion output
for reliable quick motor installation

SMS PE planetary geared motor

Gear ratios i (1-stage) [-] 4/5/7/10 3/4/5/7/10 3/4/5/7/10 3/4/5/7/10
Gear ratios i (2-stage) [-] 16/20/25/28/35/  12/15/16/20/25/28/35/40/50/70/100

40/50/70/100
Rated torque [Nm] 6-6.5 19-30 45 - 65 90 - 160
Accelerating torque [Nm] 13-14 37 - 55 90-120 180 - 305

Backlash [arcmin]  10-13 8-10 8-10 8-10




or as a compact servo geared motor

Section: SMS PE_EZ planetary geared motor

Fully integrated, high-rigidity compact solution,
particularly in combination with short design EZ motors

SMS PE planetary geared motor

All PE gear unit models are also
available as SMS PE synchronous
servo geared motors.

A modified gear unit version allows
the synchronous servo motors from
STOBER to be mounted directly with-
out a coupling.

The motor shaft, designed in the
form of a coupling hub, then accepts
the sun gear shaft directly. This in-
tegrated design eliminates the stan-
dard connecting coupling, and there-
fore the space normally required.

In combination with the new,
equally compact EZ synchronous
servo motor, extremely short and
therefore relatively lightweight
servo drives can be obtained.

Made in Germany




ServoFit® servo gear unit system

Versatility for uncompromising design

The ServoFit® product range, with
its numerous coaxial and right-angle
servo gear units, offers unusually
wide adaptability for many differ-
ent servo functions.

All the units have high-quality heli-
cal gearing, which gives them unri-
valled running smoothness and
backlash stability. In some cases
the gear units can be combined to
form multistage versions.

The most important ServoFit®
system data:

Lowest torsional backlash
on the market

Gear ratios: from 3 — 680
Accelerating torque:
19-22 000 Nm




YBaxaeMble napTHEpPHLI!

Komnanua KIMLO rotoBa npeasiokuTb  KOMMSEKTyOWME K
obopyaoBaHMO caMOro BbICOKOro Ka4yecTBa.
OCHOBHble HallX NO3ULNKN 3TO:

- PeaykTopbl n moTop-peayktopbl David Brown / Benzlers Llseuus —
3TO HeOOCTYMNHbIN paHee Ha YKPaWHCKOM pPblHKE YpPOBEHb KadecTsa,
HaQEXHOCTW, YPOBHA  TEXHMYECKMX MHHOBAUMA U TEXHUYECKOro
coBepLueHcTBa. [peacraBneHsl peaykTopbl BCeX KOMMOHOBOK.

- AneKkTpoaBuraTenn acMHxpoHHole Brook Crompton, anekTpomMmoTopbl
¢ Topmo3zom MGM, Utanus.

- LUenn ponukoBble nMpuvBOAHbLIE W Trpy30Bble (KOHBEWEPHbIE)
npounssoactea Ketten Wulf, epmaHusa, Sedis, ®paHums, sunbyaTtble
ckpebkoBble uenu Sircatene, Utanus.

- 3BEé3O04YKUu Ang uenewn Sati, Utanuna
- [nockue TpaHcnopTépHbIe Lenu n MmoayrbHble NeHTbl Regina
- PeMHu npuBoAgHble KNMHOBbLIE, NOSIMKINHOBLIE (PYyYEnKoBbIE),

BapuaTopHble, Kpyrnble, 3ybyaTble creumanbHble, NPOM3BOACTBA
komnaHun Bando, AinoHus, Brecoflex, FepmaHus.

- LLKnBbI, MOHTaXHbIe BTYNKU U MydTbl CO cKraga, nNpou3BoaCcTBa
komnaHun Desch, NepmaHus.

- 3yb6uyatbie uenun Ramsey, CLLUA

- ImapomydTbl 1 guckosble Topmo3saTransfluid, UTanna.

- KappaHHble Banbl Elso/Elbe, ['epmaHus, wwupokun puanasoH
KOHCTPYKLUUI U pa3MepoB, KPECTOBUHbI KapAaHHbIX Baros.

- CTS ob6roHHble My Tbl 13 MTanmm. Beicokoe kKa4yeCTBO U3rOTOBIIEHUS.

Hawwn cneunanncTbl BCerga rotoBbl MOMOYbL peLunTb Npobremol

aKkcnnyaTtauum obopynoBaHUSA 1 NPeanoXUTb HaLEXHbIE KOMMNMEKTYOLNE.

C yBaxeHuewm,

NaBnHoB Muxaun

NHXEeHep

00O «KomnaHust NpoMbILNEHHbIX AeTanemny
(098) 083-58-09
misha@motor-reduktor.com.ua
www.motor-reduktor.com.ua
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www.stober.com

STOBER offers consistent
solutions

As a system supplier STOBER has a
complete product range for digital
drive technology. The MC6 motion
controller uses the CODESYS pro-
gramming software to keep up
with the trend towards open sys-
tems in the world of automation.

In combination with digital servo
axes, STOBER solutions can be used
for small or more extensive drive
applications.

STOBER AUSTRIA
www.stoeber.at
+43 7613 7600-0
sales@stoeber.at

STOBER CHINA
www.stoeber.cn
+86 10 6590 7391
sales@stoeber.cn

STOBER FRANCE
www.stoberfr
+33478.98.91.80
sales@stober.fr

STOBER GERMANY
www.stoeber.de
+49 7231 582-0
sales@stoeber.de

STOBER ITALY
www.stober.it

+39 02 93909570
sales@stober.it

Note on the design of axes
and drives

For optimum axis design, it makes
sense to focus primarily on the gear
units or geared motors. A useful aid
is the design software SERVOsoft®.

For an overall approach, use the
specific expertise of the STOBER
application consultants.

Contact and advice:
applications@stoeber.de

STOBER JAPAN
www.stober.co.jp
+81 353956788
sales@stober.co.jp

STOBER SOUTH EAST ASIA
www.stober.sg

+65 65112912
sales@stober.sg

STOBER SWITZERLAND
www.stoeber.ch

+41 56 496 96 50
sales@stoeber.ch

STOBER UNITED KINGDOM
www.stober.co.uk

+44 1543 458 858
sales@stober.co.uk

STOBER USA
www.stober.com
+1 606 759 5090
sales@stober.com

Service

The STOBER service system compri-
ses 38 expert partners in Germany
and more than 80 companies in
the STOBER SERVICE NETWORK
worldwide.

This service concept guarantees
local expertise and availability
when needed.

STOBER

In general, the service specialists
can be reached at any time via a
24/7 service hotline.

When necessary, a problem can be
addressed immediately.

24/7 service hotline
+49 1805 786323

STOBER

Subject to technical changes 442496.02K www.wast.de
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